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Couplings
Chicago Pneumatic offers a wider range of couplings to create the best possible solution together with Power Tools. The range 
consists of four types of couplings with different characteristic, all with the focus on quality, ergonomics and performance. To cover 
most of the global needs Chicago Pneumatic offers three types of nipple profiles, Euro-, ISO 6150B- and the Asian profile. With the 
Easy Flow coupling Chicago Pneumatic can present a unique coupling with no air restriction, minimizing the pressure drop. 
Thanks to its innovative design EF is suited for rough environment 
and it is easy and secure to connect and disconnect with the push and 
bend principle. 
The safety feature in EF and Safety Couplings are vented versions to 
minimize the risk of sudden separation of coupling and nipple.

AIR 
FLOW

SAFETy 
FEATURE

ROUGh ENvIRON-
MENT

DURABI-
LITy

ERGONO-
MICS

EF +++ ++ ++ ++ +++
Safety ++ +++ + + +
Quick 
Re-
lease

++ - + ++ +++

Claw +++ - +++ +++ -

CP FITTINGS ADAPTABILITy

Max air flow capacity (Delta 7.2 psi / 0.5 bar) - Economical air flow (Delta 2.9 psi (0.2 bar)

NIPPLE ISO6105B
6mm

EURO 
7.6mm

EURO  
10.4mm ASIA 7.5mm

CEJN 310 X
320 X
410 X

TEMA 1300 X
1600 X
1700 X

ARO 23-23902 X
RECTUS 14 - 22 X

25 (KA, KB, KD, KE, KL, KS) X
26 (KA, KB, KE) X

27 X
PREvOST ARM-ASC-ARC-06 X

ESC 07 X
LEGRIS 14 - 22 X

25 (KA, KB, KD, KE, KL, KS) X
NITTO hi CUPLA200 X

EF COUPLING - EUrO SErIES: EUrOPE

Economical air flow 53 cfm - 25 l/s (Delta 2.9 psi / 0.2 bar)
NIPPLES EURO 7.6mmEF COUPLING - EURO 7.6mm / Max air flow capacity 79 cfm / 37.5 l/s (Delta 7.2 psi / 0.5 bar)

MALE ThREAD
in.

PART NUMBER
BSP

1/4 615 810 5140

3/8 615 810 5150

1/2 615 810 5160

FEMALE ThREAD
in.

PART NUMBER
BSP

1/4 615 810 5170

3/8 615 8105 180

1/2 615 810 5190

hOSE CONNECTION
mm PART NUMBER

6 615 810 5500

8 615 810 5530

10 615 810 5540

13 615 810 5550

MALE ThREAD
in.

PART NUMBER

BSP NPT

1/4 615 810 5880 615 810 5940

3/8 615 810 5890 615 810 5950

1/2 615 810 5900 615 810 5960

FEMALE ThREAD
in.

PART NUMBER
BSP

1/4 615 810 5910

3/8 615 810 5920

1/2 615 810 5930

hOSE CONNECTION
mm PART NUMBER

6 615 810 6220

8 615 810 6250

10 615 810 6260

13 615 810 6270

NIPPLES EURO 10.4mmEF COUPLING - EURO 10.4mm / Max air flow capacity 153 cfm - 72 l/s (Delta 7.2 psi / 0.5 bar) 
Economical air flow 102 cfm - 48 l/s (Delta 2.9 psi / 0.2 bar)

MALE ThREAD
in.

PART NUMBER
BSP

3/8 615 810 6390

1/2 615 810 6400

3/4 615 810 6410

FEMALE ThREAD
in.

PART NUMBER
BSP

3/8 615 810 6420

1/2 615 810 6430

3/4 615 810 6440

hOSE CONNECTION
mm PART NUMBER

10 615 810 6510

13 615 810 6520

16 615 810 6530

19 615 810 6540

MALE ThREAD
in.

PART NUMBER

BSP NPT

3/8 615 810 6650 615 810 6680

1/2 615 810 6660 615 810 6690

3/4 615 810 6670 615 810 6700

FEMALE ThREAD
in.

PART NUMBER
BSP

3/8 615 810 6710

1/2 615 810 6720

3/4 615 810 6730

hOSE CONNECTION
mm PART NUMBER

10 615 810 6770

13 615 810 6780

16 615 810 6790

19 615 810 6800

mdi - Manufacturers Distributor, Inc | Phone: (813) 241-4900 | Fax: (813) 571-0422 | www.PneumaticToolSales.com | sales@PneumaticToolSales.com



155

Couplings
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kEF COUPLING - ISO 6150B MIL-C4109: NOrTH AMErICA, FrANCE, ITALY
NIPPLES ISO  6150B 6 mm

Economical air flow 23.3 cfm - 11 l/s (Delta 2.9 psi / 0.2 bar)
EF COUPLING - ISO 6150B 6mm / Max air flow capacity 36 cfm - 16.7 l/s (Delta 7.2 psi / 0.5 bar)  

MALE ThREAD
in.

PART NUMBER

NPT BSP

1/4 615 810 5620 615 810 5560

3/8 615 810 5630 615 810 5570

1/2 615 810 5640 615 810 5580

FEMALE ThREAD
in.

PART NUMBER

NPT BSP

1/4 615 810 5650 615 810 5590

3/8 615 810 5660 615 810 5600

1/2 615 810 5670 615 810 5610

hOSE CONNECTION
mm PART NUMBER

6 615 810 6040

8 615 810 6050

10 615 810 6060

13 615 810 6070

MALE ThREAD
in.

PART NUMBER

NPT BSP

1/4 615 810 4850 615 810 4790

3/8 615 810 4860 615 810 4800

1/2 615 810 4870 615 810 4810

FEMALE ThREAD
in.

PART NUMBER

NPT BSP

1/4 615 810 4880 615 810 4820
3/8 615 810 4890 615 810 4830

hOSE CONNECTION
mm PART NUMBER

6 615 810 5300

8 615 810 5310

10 615 810 5320

13 615 810 5330

MALE ThREAD
in.

PART NUMBER

NPT BSP

1/4 615 810 5740 615 810 5680

3/8 615 810 5750 615 810 5690

1/2 615 810 5760 615 810 5700

FEMALE ThREAD
in.

PART NUMBER

NPT BSP

1/4 6158105770 615 810 5710

3/8 6158105780 615 810 5720

1/2 6158105790 615 810 5730

hOSE CONNECTION
mm PART NUMBER

8 615 810 6110

10 615 810 6120

13 615 810 6130

16 615 811 1330

MALE ThREAD
in.

PART NUMBER

NPT BSP

1/4 615 810 4980 615 810 4920

3/8 615 810 4990 615 810 4930

1/2 615 810 5000 615 810 4940

FEMALE ThREAD
in.

PART NUMBER

NPT BSP

1/4 615 810 5010 615 810 4950

3/8 615 810 5020 615 810 4960

1/2 615 810 5030 615 810 4970

hOSE CONNECTION
mm PART NUMBER

8 615 810 5380

10 615 810 5390

13 615 810 5400

16 615 810 5410

 

NIPPLES ISO 6150B 8mmEF COUPLING - ISO 6150B 8mm /  Max air flow capacity 91 cfm - 43 l/s (Delta 7.2 psi / 0.5 bar) 
Economical air flow 57 cfm - 27 l/s (Delta 2.9 psi / 0.2 bar)

MALE ThREAD
in.

PART NUMBER

NPT BSP

3/8 615 810 5840 615 810 5800

1/2 615 810 5850 615 810 5810

3/4 615 810 6920 615 810 6910

FEMALE ThREAD
in.

PART NUMBER

NPT BSP

3/8 615 810 5860 615 810 5820

1/2 615 810 5870 615 810 5830

3/4 615 810 6940 615 810 6930

hOSE CONNECTION
mm PART NUMBER

10 615 810 6180

13 615 810 6190

16 615 810 6200

19 615 810 6210

MALE ThREAD
in.

PART NUMBER

NPT BSP

3/8 615 810 5090 615 810 5050

1/2 615 810 5100 615 810 5060

3/4 615 810 6350 615 810 6340

FEMALE ThREAD
in.

PART NUMBER

NPT BSP

3/8 615 810 5110 615 810 5070

1/2 615 810 5120 615 810 5080
3/4 615 810 6370 615 810 6360

hOSE CONNECTION
mm PART NUMBER

10 615 810 5460

13 615 810 5470

16 615 810 5480

19 615 810 5490

NIPPLES ISO 6150B 11mmEF COUPLING - ISO6150B 11mm /  Max air flow capacity 162 cfm - 76.5 l/s (Delta 7.2 psi / 0.5 bar) 
Economical air flow 110 cfm - 52 l/s (Delta 2.9 psi / 0.2 bar)
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Couplings
EF COUPLING - ASIA 7.5MM: JAPAN, CHINA, INDIA

MALE ThREAD
in.

PART NUMBER
R

1/4 615 810 6810

3/8 615 810 6820

1/2 615 810 6830

FEMALE ThREAD
in.

PART NUMBER
R

1/4 615 810 6840

3/8 615 810 6850

1/2 615 810 6870

hOSE CONNECTION
mm PART NUMBER

6 615 810 6970

8 615 810 6880

10 615 810 6890

13 615 810 6900

MALE ThREAD
in.

PART NUMBER
R

1/4 615 810 6560

3/8 615 810 6570

1/2 615 810 6580

FEMALE ThREAD
in.

PART NUMBER
R

1/4 615 810 6590

3/8 615 810 6600

1/2 615 810 6610

hOSE CONNECTION
mm PART NUMBER

6 615 810 8710

8 615 810 6620

10 615 810 6630

13 615 810 6640

NIPPLES  ASIA 7.5mm
Economical air flow 48.7 cfm - 23 l/s (Delta 2.9 psi (0.2 bar))

SAFETY COUPLINGS

MALE ThREAD
in.

PART NUMBER
BSP

1/4 615 811 1700

3/8 615 811 1710

1/2 615 811 1720

hOSE CONNECTION PART NUMBER
BSP

6 615 811 1660

8 615 811 1670

10 615 811 1680

12,5 615 811 1690

FEMALE ThREAD
in.

PART NUMBER
BSP

1/4 615 811 1740

3/8 615 811 1750

1/2 615 811 1760

EF COUPLING - ASIA 7.5mm / Max air flow capacity 72 cfm - 34 l/s (Delta 7.2 psi / 0.5 bar) 

EURO 7.6mm / Max air flow capacity 72 cfm - 34 l/s (Delta 7.2 psi / 0.5 bar) 

Nipples Euro  
7.6mm

see page 154

Economical air flow 86.2 cfm - 40.7 l/s (Delta 2.9 psi (0.2 bar))
EURO 10.4mm / Max air flow capacity 134 cfm - 62 l/s (Delta 7.2 psi / 0.5 bar) 

MALE ThREAD
in.

PART NUMBER
BSP

1/4 615 811 1870

3/8 615 811 1880

1/2 615 811 1890

hOSE CONNECTION PART NUMBER
BSP

10 615 811 1840

13 615 811 1850

16 615 811 1860

FEMALE ThREAD
in.

PART NUMBER
BSP

1/2 615 811 1900

Nipples Euro  
10.4mm

see page 154

CLAW COUPLINGS

MALE 
ThREAD

PART NUMBER

NPT BSP

3/8" 615 810 9070 615 810 9030

1/2" 615 810 9080 615 810 9040

3/4" 615 810 9090 615 810 9050

1" 615 810 9100 615 810 9060

Economical air flow 593 cfm - 280 l/s

hOSE
CONNECTION

PART NUMBER

US Universal DIN Standard 3489

1/4" (6.5mm)  - 615 810 9190

3/8" (10mm) 615 810 9270 615 810 9200

1/2" (13mm) 615 810 9280 615 810 9210

5/8" (16mm)  - 615 810 9220

3/4" (19mm) 615 810 9290 615 810 9230

1" (25.4mm) 615 810 9300 615 810 9240

FEMALE 
ThREAD

PART NUMBER

NPT BSP

3/8" 615 810 9150 615 810 9110

1/2" 615 810 9160 615 810 9120

3/4" 615 810 9170 615 810 9130

1" 615 810 9180 615 810 9140

Couplings

Economical air flow 47 cfm - 22 l/s (Delta 2.9 psi (0.2 bar))
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Couplings
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kQUICK rELEASE COUPLINGS - EUrO SErIES: EUrOPE
EURO 7.6mm /  Max air flow capacity 72 cfm - 34 l/s (Delta 7.2 psi / 0.5 bar) 
Economical air flow 40 cfm - 19 l/s (Delta 2.9 psi : 0.2 bar)

MALE ThREAD
in.

PART NUMBER
BSP

1/4 615 811 0720

3/8 615 811 0730

1/2 615 811 0740

FEMALE ThREAD
in.

PART NUMBER
BSP

1/4 615 811 0750

3/8 615 811 0760

1/2 615 811 0770

hOSE CONNECTION
mm

PART NUMBER
hOSE

6 615 811 0780

8 615 811 0790

10 615 811 0800

13 615 811 0810

MALE ThREAD
in.

PART NUMBER
BSP

3/8 615 811 0820

1/2 615 811 0830

3/4 615 811 0840

FEMALE ThREAD
in.

PART NUMBER
BSP

3/8 615 811 0850

1/2 615 811 0860

3/4 615 811 0870

EURO 10.4mm / Max air flow capacity 121 cfm - 57 l/s (Delta 7.2 psi / 0.5 bar)  
Economical air flow 78 cfm - 37 l/s (Delta 2.9 psi / 0.2 bar)

Nipples Euro 
7.6mm

see page 154

hOSE CONNECTION
mm

PART NUMBER
hOSE

6 615 811 0880

8 615 811 0890

10 615 811 0900

13 615 811 0910

Nipples Euro 
10.4mm

see page 154

QUICK rELEASE COUPLINGS - ISO 6150B MIL-C4109: NOrTH AMErICA, FrANCE, ITALY
ISO 6150B 6mm / Max air flow capacity 32 cfm - 15 l/s (Delta 7.2 psi / 0.5 bar) 
Economical air flow 23.3 cfm - 11 l/s (Delta 2.9 psi / 0.2 bar)

MALE ThREAD
in.

PART NUMBER
NPT

1/4 615 811 0620 

3/8 615 811 0630

1/2 615 811 0640

FEMALE ThREAD
in.

PART NUMBER
NPT

1/4 615 811 0650 

3/8 615 811 0660 

1/2 615 811 0670

hOSE CONNECTION
mm

PART NUMBER

10 615 811 0680 

13 615 811 0690

16 615 811 0700 

19 615 811 07 10

MALE ThREAD
in.

PPART NUMBER
NPT

1/4 615 811 0520 

3/8 615 811 0530

1/2 615 811 0540

FEMALE ThREAD
in.

PART NUMBER
NPT

1/4 615 811 0550 

3/8 615 811 0560 

1/2 615 811 0570

hOSE CONNECTION
mm

PART NUMBER

6 615 811 0580 

8 615 811 0590

10 615 811 0600 

13 615 811 0610

MALE ThREAD
in.

PART NUMBER
NPT

1/4 615 811 0420 

3/8 615 811 0430  

1/2 615 811 0440

FEMALE ThREAD
in.

PART NUMBER
NPT

1/4 615 811 0450

3/8 615 811 0460 

1/2 615 811 0470 

hOSE CONNECTION
mm

PART NUMBER

6 615 811 0480  

8 615 811 0490

10 615 811 0500 

13 615 811 0510 

ISO 6150B 8mm / Max air flow capacity 63 cfm -30 l/s (Delta 7.2 psi / 0.5 bar)
Economical air flow 42 cfm - 20 l/s (Delta 2.9 psi / 0.2 bar)

ISO 6150B 11mm / Max air flow capacity 127 cfm - 60 l/s (Delta 7.2 psi / 0.5 bar) 
Economical air flow 85 cfm - 40 l/s (Delta 2.9 psi / 0.2 bar)

Nipples ISO 6150B 
6mm

see page 155

Nipples ISO 6150B 
8mm

see page 155

Nipples ISO 6150B 
11mm

see page 155

QUICK rELEASE COUPLINGS - ASIA 7.5MM: JAPAN, CHINA, INDIA
ASIA  7.5mm / Max air flow capacity 36 cfm - 17 l/s (Delta 7.2 psi / 0.5 bar) 
Economical air flow 23.3 cfm - 11 l/s (Delta 2.9 psi / 0.2 bar)

MALE ThREAD
in.

PART NUMBER
R

3/8 615 811 0320

1/2 615 811 0330

3/4 615 811 0340

FEMALE ThREAD
in.

PART NUMBER
R

3/8 615 811 0350

1/2 615 811 0360

3/4 615 811 0370

hOSE CONNECTION
mm

PART NUMBER

6 615 811 0380

8 615 811 0390

10 615 811 0400

13 615 811 0410

Nipples ASIA 
7.5mm 

see page 156
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Connecting Accessories
BALL VALVES
Suitable for air, water and many other liquids and gases.

360° SwIVEL AIR INLET
Aimed to improve the working ergonomy,  
Air flex connectors can rotate 360° eliminating efforts  
when working in cramped spaces

* Air Inlet: 1/4" BSP

PART NUMBER

Swivel 894 015 8412

CHICAGO PNEUMATIC AIR FLEx
Aimed to improve the working ergonomy, Air flex connectors can rotate 360° eliminating efforts when working in cramped spaces

MULTI DIRECTION 
SWIvEL CONNECTOR

MAX RECOMMENDED FLOW PART NUMBER

cfm l/s BSP NPT

1/4" 25 12 894 017 1568 894 017 1569

3/8" 74 35 894 017 1570 894 017 1571

1/2" 74 35 894 017 1566 894 017 1567

 

NEw

SIMPLE PRESSURE CLAMPS (TO BE USED wITH PLyERS)
DESCRIPTION FOR EFFI FOR PvC PART

NUMBERin. mm ID in. IDxOD mm ID in. IDxOD mm

0.204-0.244 5.2-6.2 - - - - 615 810 9790

0.232-0.276 5.9-7.0 - - - - 615 810 9800

0.276-0.334 7.0-8.5 - - 1/8 3x7 615 810 9810

0.334-0.393 8.5-10 1/4   6x9 3/16 5x9 615 810 9820

0.386-0.464 9.8-11.8 5/16  8x10 1/4 6x11 615 810 9830

0.445-0.523 11.3-13.3 5/16 8x12 5/16 8x12 615 810 9840

0.504-0.583 12.8-14.8 3/8 10x13 / 10x14 3/8 9.5x13 / 10x14 615 810 9850

0.575-0.661 14.6-16.8 1/2 13x16.5 3/8 10x16 615 810 9860

0.650-0.740 16.5-18.8 1/2 13x18 1/2 13x18 615 810 9870

0.709-0.799 18.0-20.3 1/2 13x18.6 1/2 12.5x19 615 810 9880

0.795-0.898 20.2-22.8 5/8 16x21 5/8 16x22 615 810 9890

0.866-0.976 22.0-24.8 3/8 16x22.5 5/8 16x23 615 810 9900

0.917-1.035 23.3-26.3 3/4 20x24 - - 615 810 9910

1.043-1.181 26.5-30.0 - - 3/4 20x26.6 615 810 9920

1.173-1.303 29.8-33.1 1 25x31 1 25x32 615 810 9930

PRESSURE CLAMP wITH SCREw
DESCRIPTION FOR EFFI FOR PvC RUBBER & POLyUREThANE PART

NUMBERin. mm ID in. ID in.

0.31-0.55 8-14 1/4-5/16 1/8-1/4-5/16 615 804 6730

0.43-0.67 11-17 3/8 3/8 615 804 6740

0.51-0.79 13-20 1/2 1/2 615 804 6750

0.59-0.94 15-24 - - 615 804 6760

0.75-1.10 19-28 5/8 5/8 615 804 6770

0.87-1.26 22-32 3/4 3/4 615 804 6780

1.02-1.50 26-38 - - 615 810 9940

1.26-1.73 32-44 1 1 615 810 9950

1.50-1.97 38-50 - - 615 810 9960

1.97-2.56 50-65 - - 615 810 9970

DESCRIPTION FOR EFFI MAX FOR RUBBER PART
NUMBERin. mm ID in. ID in.

0.87-0.98 22-25 5/8 5/8 615 811 0050

0.98-1.10 25-28 3/4 3/4 615 811 0060

1.14-1.26 29-32 - - 615 811 0070

1.34-1.50 34-38 - 1 615 811 0080

HEAVy DUTy PRESSURE CLAMP FOR RUBBER

DESCRIPTION
FEMALE ThREAD PART NUMBER

in. NPT BSP

CP BAL 08 1/4 615 810 9490 615 810  9410

CP BAL 10 3/8 615 810 9500 615 810 9420

CP BAL 15 1/2 615 810 9510 615 810 9430

CP BAL 20 3/4 615 810 9520 615 810 9440

CP BAL 25 1 615 810 9530 615 810 9450

CP BAL 32 1-1/4 - 615 810 9460

CP BAL 40 1-1/2 - 615 810 9470

CP BAL 50 2 - 615 810 9480
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Fittings
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 ThREAD FEMALE
in.

PART NUMBER
BSP

1/4 894 016 9417

3/8 894 016 9418

1/2 894 016 9419

PIPE CROSS -  4 female threads CROSS - 3 female thread / 1 male thread
ThREAD

PART NUMBER
BSPFEMALE  

in.
MALE 

in.

1/4 1/4 894 016 9420

3/8 3/8 894 016 9421

1/2 1/2 894 016 9422

y CONNECTION - 2 female outlet - 1 male inlet
ThREAD

PART NUMBER
BSPFEMALE  

in.
MALE 

in.

1/4 1/4 894 016 9423

3/8 3/8 894 016 9424

1/2 1/2 894 016 9425

 ThREAD FEMALE
in.

PART NUMBER
BSP

1/4 894 016 9431

3/8 894 016 9432

1/2 894 016 9433

3/4 894 016 9434

1 894 016 9435

PIPE ELBOw

TEE - 2 female outlet - 1 female inlet

ThREAD
PART NUMBER

BSPFEMALE  
in.

FEMALE 
in.

1/4 1/4 894 016 9426

3/8 3/8 894 016 9427

1/2 1/2 894 016 9428

3/4 3/4 894 016 9429

1 1 894 016 9430

TEE - 2 female outlet - 1 male inlet
ThREAD

PART NUMBER
BSPFEMALE  

in.
MALE 

in.

1/4 1/4 894 016 9436

3/8 3/8 894 016 9437

1/2 1/2 894 016 9438

3/4 3/4 894 016 9439

1 1 894 016 9440

TEE - 2 female outlet 90°- 1 male inlet HEx HEAD PLUG

CONNECTOR REDUCER
ThREAD

PART NUMBER
BSPMALE  

in.
FEMALE 

in.

1/4 1/8 894 016 9449

3/8 1/4 895 101 1823

1/2 1/4 895 101 1839

1/2 3/8 895 101 1828

3/4 1/2 894 016 9450

1 3/4 894 016 9451

CONNECTOR REDUCER BRASS

DOUBLE CONNECTOR

ThREAD
PART NUMBER

BSPMALE  
in.

FEMALE 
IN.

1/8 1/4 894 016 9452

1/4 3/8 894 016 9453

3/8 1/2 894 016 9454

ADAPTERS
ThREAD

PART NUMBERMALE  
BSP

FEMALE 
NPT

1/8 1/8 61103

1/4 1/4 181523

3/8 3/8 894 016 9797

ThREAD
PART NUMBER

BSPFEMALE  
in.

MALE 
in.

1/4 1/4 894 016 9441

3/8 3/8 894 016 9442

1/2 1/2 894 016 9443

 ThREAD MALE
in.

PART NUMBER
BSP

1/4 894 016 9444

3/8 894 016 9445

1/2 894 016 9446

3/4 894 016 9447

1 894 016 9448

ThREAD
PART NUMBER

BSPMALE  
in.

MALE 
in.

1/8 1/8 894 016 9455

1/8 1/4 894 016 9456

1/4 1/4 895 101 1822

1/4 3/8 895 101 1824

3/8 3/8 895 101 1821

3/8 1/2 895 101 1825

1/2 1/2 895 101 1827

1/2 3/4 894 016 9457

3/4 3/4 894 016 9458

3/4 1 894 016 9459

1 1 894 016 9460
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Fittings

OTHEr ACCESSOrIES

BLOw GUN

DESCRIPTION PART
NUMBER

Blow gun standard 615 811 2690

Blow gun standard silencer 615 811 2700

Blow gun extended nozzle 615 811 2710

Blow gun extended nozzle silencer 615 811 2720

OIL PROTECTO-LUBE CP CLUTCH GREASE

AIR FLOw REGULATOR

MINI OILER

DESCRIPTION PART
NUMBER

Clutch Grease Tube (100g) Air Tool Oil 894 015 8455

Clutch Grease Cartridge (400g) 894 015 8456

DESCRIPTION PART
NUMBER

Economic flow regulator 1/4" NPT LC121737

heavy-duty flow regulator 1/4" NPT CA085203

DESCRIPTION PART
NUMBER

ThREAD 1/4" NPT 205 052 4123

ThREAD 3/8" NPT 205 052 4293

HOSE STEMS
ThREAD INNER PART NUMBER 

BSPMALE IN. hOSE DIAMETER

1/4 6mm 895 101 1801

1/4 9mm 895 101 1802

3/8 9mm 895 101 1803

3/8 13mm 895 101 1804

1/2 9mm 895 101 1806

1/2 13mm 895 101 1805

HOSE CONNECTION

CONNECTION ThREAD OUTLET
NUMBER

PART NUMBER
BSPinlet in. outlet in.

3/8 1/4 4 894 016 9410

3/8 1/4 5 894 016 9411

3/8 1/4 6 894 016 9412

3/8 inlet on each side - 1/4 outlets 1 side for couplings 3/8 inlet on each side - 1/4 outlets both side couplings
CONNECTION ThREAD OUTLET

NUMBER
PART NUMBER

BSPINLET IN. OUTLET IN.

3/8 1/4 4 894 016 9413

3/8 1/4 6 894 016 9414

3/8 1/4 8 894 016 9415

3/8 1/4 10 894 016 9416

MANIFOLD MANIFOLD

LUBrICATION

All models: Air inlet 1/4"BSP

DESCRIPTION PART
NUMBER

4 oz (0.12 l) Air Tool Oil CA149661

20.8 oz (0.591 l)  Air Tool Oil CA000046

1gal. (3.8 l) Airoilene oil P089507

INNER hOSE DIAMETER PART NUMBER
BSPin. mm

1/4 6 895 101 1798

3/8 9 895 101 1799

1/2 13 895 101 1800
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Other Accessories

When a fitting comes loose from a pressurized hose or 
the hose is damaged, the hose starts to blow an exces-
sive amount of air in an uncontrolled way, causing hose 
whip. This can cause injury, and damage to the work-
piece and environment.
A way to ensure that this doesn’t happen is to use an Air 
Fuse. It reduces the likelihood of potentially dangerous 
hose whip caused when a hose bursts or a fitting 

becomes detached. It quickly shuts off the supply and 
resets automatically as soon as back pressure in the line 
downstream is restored.
Air Fuses help to meet OShA requirement 1926.302 
(USA) and may eliminate the need for restraining or 
shielding hose, as required by European Standard 
EN983.

• Reduces risk of hose whip, helping to protect personnel

• Simple and reliable design

• high life expectancy

• Aluminium anodised body for high corrosion resistance

•  Auto-Reset to restart downstream activity with the 
minimum downtime
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kAIR FUSES

PORT SIzE PRESSURE DROP
AT ShUT OFF FLOW ShUT OFF FLOW RATE AT 7 BAR TOOL MAXIMUM AIR FLOW FOR FLOW RATES PART NUMBER

bar psi l/s cfm l/s cfm in. BSP NPT

1/4" 0.14 2.03 7.8 16.4   5.0  10.5 Low 615 811 2420 615 811 2450

1/4" 0.30 4.35 13.0  27.3 10.0 21.0 high 110402 615 811 2460

3/8" 0.14 2.03 18.0  37.8 10.0 21.0 Low 110422 615 811 2470

3/8" 0.30 4.35 32.0  67.2 25.0   52.5 high 110432 615 811 2480

1/2" 0.30 4.35 45.0   94.5 35.0 73.5 high 110442 615 811 2490

3/4" 0.30 4.35 75.0 157.5 60.0 126.0 high 615 811 2430 615 811 2500

1" 0.30 4.35 86.0 180.6 70.0 147.0 high 615 811 2440 110542

TEST EQUIPMENT
AIR TOOL SIMULATOR

DESCRIPTION PART
NUMBER

Air tool simulator 615 811 0090

To check whether the pressure or air flow is sufficient.
The air tool simulator will be connected instead of the pneumatic tool.
Supplied with different connections.
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Balancers
BALANCErS - CP9911 TO CP9950

Spring retractor:
 - Cylindrical shape
 - Automatic load retraction
 - Working area remains free  
 - Cable made of stainless steel
 - Aluminium housing
 - 5.2 to 8.2 ft (1,600 to 2,500 mm) cable stroke

CP9920 to CP9923 CP9936 to CP9950CP9911 to CP9913

MODEL
LOAD RANGE STROKE NET WEIGhT PART

NUMBER
lb. kg ft mm lb. kg

Light duty balancers
CP9911 0.8-2.2 0.4-1.0 5.2 1,600 1.3 0.6 894 109 9110

CP9912 2.2-4.4 1.0-2.0 5.2 1,600 1.3 0.6 894 109 9120

CP9913 4.4-6.6 2.0-3.0 5.2 1,600 1.5 0.7 894 109 9130

Medium duty balancers
CP9920 2.2-5.5 1.0-2.5 6.5 2,000 4.4 2.0 894 109 9200

CP9921 4.4-8.8 2.0-4.0 6.5 2,000 4.4 2.0 894 109 9210

CP9922  8.8-13.2 4.0-6.0 6.5 2,000 5.1 2.3 894 109 9220

CP9923 13.2-17.6 6.0-8.0 6.5 2,000 2.5 5.5 894 109 9230

Medium duty balancers
CP9936 4.4-8.8 2.0-4.0 8.2 2,500 6.4 2.9 894 109 9360

CP9937  8.8-13.2 4.0-6.0 8.2 2,500 7.1 3.2 894 109 9370

CP9938 13.2-17.6 6.0-8.0 8.2 2,500 7.7 3.5 894 109 9380

CP9939 17.6-22.0 8.0-10 8.2 2,500 8.2 3.7 894 109 9390

CP9940 22.0-30.8 10-14 8.2 2,500 8.8 4.0 894 109 9400

CP9946* 4.4-8.8 2.0-4.0 8.2 2,500 6.6 3.0 894 109 9460

CP9947*  8.8-13.2 4.0-6.0 8.2 2,500 7.3 3.3 894 109 9470

CP9948* 13.2-17.6 6.0-8.0 8.2 2,500 7.9 3.6 894 109 9480

CP9949* 17.6-22.0 8.0-10 8.2 2,500 8.4 3.8 894 109 9490

CP9950* 22.0-30.8 10-14 8.2 2,500 8.8 4.0 894 109 9500

* Equipped with a stroke locking device

The CP balancers are premium quality products developed to take the weight of the tool away from the operator's arm. 
They eliminate stress and fatigue and help improve productivity. Ideally suited for heavy tools and/or repetitive tasks.
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Balancers
BALANCErS - CP9954 TO CP9971
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Reaction free:
 - Conical shape
 - Constant retracting force
 - holds the selected height
 - Cable made of stainless steel
 - Aluminium housing
 - 6.5 ft (2,000mm) cable stroke

CP9954 to CP9959 CP9964 to CP9969 CP9970 - CP9971

MODEL
LOAD RANGE STROKE NET WEIGhT PART

NUMBER
lb. kg ft mm lb. kg

Medium duty to heavy duty balancers
CP9954      8.8-15.4 4.0-7.0 6.5 2,000 11.0 5.0 894 109 9540

CP9955 15.4-22 7.0-10 6.5 2,000 12.1 5.5 894 109 9550

CP9956       22-30.9 10-14 6.5 2,000 12.1 5.5 894 109 9560

CP9957       31-39.7 14-18 6.5 2,000 14.3 6.5 894 109 9570

CP9958    39.7-48.5 18-22 6.5 2,000 13.2 6.0 894 109 9580

CP9959 48.5-55 22-25 6.5 2,000 14.6 6.6 894 109 9590

Heavy duty balancers
CP9964    55-66 25-30 6.5 2,000 25.4 11.5 894 109 9640

CP9965    66-77 30-35 6.5 2,000 26.0 11.8 894 109 9650

CP9966    77-99 35-45 6.5 2,000 27.3 12.4 894 109 9660

CP9967      99-121 45-55 6.5 2,000 27.6 12.5 894 109 9670

CP9968    121-143 55-75 6.5 2,000 30.0 13.6 894 109 9680

CP9969    143-165 65-75 6.5 2,000 32.0 14.5 894 109 9690

Super heavy duty balancers
CP9970    165-198 75-90 6.5 2,000 38.1 17.3 894 109 9700

CP9971    198-231   90-105 6.5 2,000 39.7 18.0 894 109 9710
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