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GrindingNotes
See the unique

CP3650/3850 series p68/72

Wheel grinders
For medium and large surfaces, wheel 
grinders are designed for grinding, cutting, 
countouring at a high material removal rate.

Collet grinders
For applications on a limited surface, or 
precisioning needed, collet type grinders are 
prefered for deburring, die countouring, light 
chamfering.

For maximum material 
removal with minimum effort, 
choose the best tool.

Caution: The selected grinder speed should not be higher than Maximum Operating Speed recommended by abrasive manufacturers

Applications 

► Materials
► Access
► Intensity
► Precision

Abrasives 

► Carbide burrs
► Mounted points
► Grinding wheels
► Cutting wheels
► Flap wheels

Tools 

► Die grinders
► Angle grinders
► �Vertical grinders
► �Extended shaft 

grinders

Step 1 Step 2 Step 3
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Grinding

Chicago Pneumatic Abrasive Tools have all the benefits of advanced 
ergonomics… with the features required to enhance the physical and mental 
well-being operators need to achieve increased productivity levels:
. �Significant sound and vibration reduction - helps reduce operator fatigue and 

improve performance.
. Complete line - designed for maximum productivity under rugged conditions. 
. �Wide choice of tools - die grinders, small wheel grinders, horizontal grinders, 

and vertical grinders.
. �Powerful, yet complete and lightweight - produce more power per pound than 

comparable electric models.

. �Air powered - Minimal risk of electrical shock or overheating - even with 
continuous use.

Other Features:
. Rugged construction - to withstand tough use. 
. Head treated internal parts - keep tool operating, minimize repairs. 
. �Easy to service - simple replacement of rotor blades usually restores original 

power.
. Wide variety of accessories - extended versatility of the tool.

Ergonomic Features

Collet grinders

The choice of burr depends on the size of your application. A larger volume of material to be removed will require a bigger size of abrasive.
Select the tool rpm depending on the diameter of the burr head, the material to be ground and the material in the rotary burr. Use tungsten carbide burrs for hard 
and tough materials. High speed steel burs are recommended for unhardened and medium hard materials. See table.

Recommended speeds depending on the machined and the diameter of the head of the carbide burrs.

Diameter of the head of the carbide burrs
Material

Type
1/8" (3 mm) 1/4" (6 mm) 3/8" (10 mm) 1/2" (12 mm) 5/8" (16 mm)

speed (RPM)
Steel 60,000 - 90,000 45,000 - 60,000 30,000 - 40,000 22,500 - 30,000 18,000 - 24,000
Tempered steel 60,000 - 90,000 30,000 - 45,000 19,000 - 30,000 15,000 - 22,500 12,000 - 18,000
Stainless steel 60,000 - 90,000 30,000 - 45,000 19,000 - 30,000 15,000 - 22,500 12,000 - 18,000
Casting 45,000 - 90,000 22,500 - 60,000 15,000 - 40,000 11,000 - 30,000 9,000 - 24,000
Titanium 60,000 - 90,000 30,000 - 45,000 19,000 - 30,000 15,000 - 22,500 12,000 - 18,000
Nickel 60,000 - 90,000 30,000 - 45,000 19,000 - 30,000 15,000 - 22,500 12,000 - 18,000
Copper & copper alloys 45,000 - 90,000 22,500 - 60,000 15,000 - 40,000 11,000 - 30,000 9,000 - 24,000
Aluminium 30,000 - 90,000 15,000 - 70,000 10,000 - 50,000 7,000 - 3,8000 6,000 - 30,000
Plastics 30,000 - 90,000 15,000 - 70,000 10,000 - 50,000 7,000 - 3,800 6,000 - 30,000
Cermet 60,000 - 90,000 30,000 - 45,000 19,000 - 30,000 15,000 - 22,500 12,000 - 18,000

Small precision deburring: die grinding is performed with 
either tungsten carbide, high speed steel burrs or mounted 
points.

Carbide Burrs Mounted Points 

Wheel grinders
Pure material removal, regardless of whether it is removed from a cramped or 
an open space. is determined by the power generated at the grinding process.  
The applied feed force and the rotation of the wheel generates a cutting force 
which multiplied by the peripheral speed of the wheel represents the power 
removing material (power = peripheral speed x cutting force).
Chicago Pneumatic grinders features a high degree of safety. Safety throttles, 
over-speed shut-off and wheel guards are good examples of product safetey 
features carried by your grinders.
The table below will help you to translate the peripheral speed of the grinding 
wheel to the correct rotational speed of the grinder when using a specific 
diameter of grinding wheel.

How ensure safe operation:
. Check the tool free speed
. �Match the maximum speed of the 

abrasive to the grinder
. Inspect the grinding wheel
. Inspect the flange
. Inspect the wheel guard
1 �Wear protection goggles, 

gloves & hearing protection

. �Test run your grinder in a protected 
area after assembling the wheel

. �Make sure that the tools receive 
proper maintenance, see service 
sheet

2 �Disconnect the tool from the air 
network before changing accessories 
abrasives.

Maximum work speed in m/s or Feet/Min
Diameter
in. (mm)

32 35 40 50 63 80 100 125
6,300 6,890 7,875 9,842 12,401 15,750 19,685 24,600

1 (25) 24,450 26,740 30,560 38,200 48,130 61,120 76,390 95,490
1-1/4 (32) 19,100 20,890 23,870 29,840 37,600 47,750 59,680 74,600
1-9/16 (40) 15,280 16,710 19,100 23,870 30,080 38,200 47,750 59,680

2 (50) 1,220 13370 15,280 19,100 24,060 30,560 38,200 47,750
2-1/2 (63) 9,700 10,610 12,130 15,160 19,100 24,250 30,320 37,890

3 (80) 7,640 8,360 9,550 11940 15,040 19,100 23,870 29,840
4 (100) 6,110 6,680 7,640 9,550 12,030 15,280 19,100 23,870
5 (125) 4,890 5,350 6,110 7,640 9,630 12,220 15,280 19,100
6 (150) 4,070 4,460 5,090 6,370 8,020 1,190 12,730 15,920
7 (180) 3,400 3,710 4,240 5,310 6,680 8,490 10,610 13,260

7-7/8 (200) 3,060 3,340 3,820 4,780 6,020 7,640 9,550 11,940
9 (230) 2,660 2,910 3,320 5,150 5,230 6,640 8,300 10,380

9-27/32 (250) 2,440 2,670 3,060 3,820 4,810 6,110 7,640 9,550
11-13/16 (300) 2,040 2,230 2,550 3,180 4,010 5,090 6,370 7,960
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CP9104Q K

CP3000-600CR

CP3000-600CR

CP876

CP3000-600CR

CP3000-600CR

CP875 K

CP9104Q

CP875

< 0.3 hp (220W) Die Grinders

G
rin

di
ng

MODEL PART NUMBER
FREE 

SPEED POWER COLLET 
CAPACITY

AIR CONS. 
@LOAD NET WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

rpm hp W in. mm cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP3000-600CR 615 160 0330 60,000 0.12 90 - 3 5.5 2.6 0.3 0.1 6.0 153 <2.5 71 82 1/4"
CP3000-600CR 615 160 0140 60,000 0.12 90 1/8 - 5.5 2.6 0.3 0.1 6.0 153 <2.5 71 82 1/4"
CP875 T023995 22,500 0.3 220 1/4 6 22.0 10.4 1.0 0.4 4.8 124 4.4 1.9 101 112 1/4"
CP876 T023996 30,000 0.3 220 1/4 6 23.9 11.3 0.7 0.3 4.7 121 <2.5 101 112 1/4"
CP9104Q 615 195 9104 60,000 0.05 40 1/8 3 7.0 3.2 0.5 0.2 5.2 133 <2.5 71 82 1/4"

See accessories on pages 60 to 63

See details on page 63 

High-speed for precision work

FEATURES
-- 3 mm and 1/8" collets included
-- Very low noise level: only 71 dB(A)
-- High free speed: 60,000 rpm
-- Included silencer hose

BENEFITS
-- General Maintenance Applications pencil grinder
-- Extremely easy to handle
-- Quiet and lightweight
-- Ideal for limited space applications

60,000 rpm

Similar features as 
CP875 with straight body

See detais on page 63 

Compact & Lightweight

FEATURES
-- 1/4" and 6 mm collets
-- 90° angle head allows flexibility in tight areas
-- Built-in air regulator

BENEFITS
-- General Maintenance Applications angle die grinder
-- Compact and lightweight tool designed for easy 
maneuverability
-- Ideal for limited space applications

22,500 rpm

All models: Hose int. 3/8" (9.5mm) - @90 PSI (@6.3 Bar)

FEATURES
-- 1/8" collet - Product for imperial system only
-- High free speed: 60,000 rpm
-- Steel but lightweight body
-- Grooved housing
-- Rotary valve
-- Included silencer hose

BENEFITS
-- Industrial Maintenance and 
Production Applications pencil 
grinder
-- Great durability 
-- Operator comfort 
-- High precision

High speed & durable body

Similar features as CP3000-600CR 1/8, with 3 mm collet size.

Listed specifications are for reference only. Please check documents in each tool.

60,000 rpm
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CP9111Q-B

CP9105Q-B

CP860

CP9111Q-B  
Kit Metric

CP9106Q-B

CP9108Q-B

CP9110Q-B

CP9112Q-B
CP860E

CP860ES

CP860ESE

Grinding < 0.54 hp (400W) Die Grinders

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 3/8" (9.5mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER COLLET 
CAPACITY

AIR CONS. 
at free speed

AIR CONS. 
@LOAD NET WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

rpm hp W in. mm cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP860 T019704 24,000 0.54 400 1/4 - 21.0 9.9 20.9 9.9 1.2 0.5 5.7 146 3.7 1.6 92 103 1/4"
CP860E T021136 24,000 0.54 400 - 6 21.0 9.9 20.9 9.9 1.2 0.5 5.7 146 3.7 1.6 92 103 1/4"
CP860ES T023193 24,000 0.54 400 1/4 - 23.0 10.8 23.1 10.9 2.1 0.9 11.7 294 3.7 1.5 92 103 1/4"
CP860ESE T023354 24,000 0.54 400 - 6 23.0 10.8 23.1 10.9 2.1 0.9 11.7 294 3.7 1.5 93 104 1/4"
CP9105Q-B 615 195 2105 28,000 0.3 240 1/4 6 19.7 9.3 8.6 4.1 0.8 0.4 6.3 160 3.6 2.0 80 91 1/4"
CP9106Q-B 615 195 2106 23,000 0.3 240 1/4 6 19.3 9.1 8.6 4.1 1.5 0.7 4.7 120 5.1 2.6 80 91 1/4"
CP9108Q-B 615 195 2108 23,000 0.3 240 1/4 6 19.3 9.1 8.6 4.1 1.1 0.5 7.9 200 5.1 1.6 80 91 1/4"
CP9110Q-B 615 195 2110 27,000 0.3 240 1/4 6 18.3 8.6 8.6 4.1 1.5 0.7 10.2 260 4.9 2.5 80 91 1/4"
CP9111Q-B 615 195 2111 22,000 0.47 350 1/4 6 23.1 10.9 8.6 4.1 1.5 0.7 6.3 160 3.7 1.6 80 91 1/4"
CP9112Q-B 615 195 2112 22,000 0.47 350 1/4 6 25.0 11.8 8.6 4.1 2.9 1.3 13.4 340 2.7 1.2 80 91 1/4"

See accessories on pages 60 to 63

Quiet & 
efficient

FEATURES
-- 0.32 hp (240 W) motor
-- 28,000 rpm free speed
-- Low noise level: only 81 dB(A)
-- Built-in air regulator
-- Rubber overmould grip
-- Rear exhaust
-- Swivel air inlet
-- Includes 1/4" and 6 mm collets

BENEFITS
-- General Maintenance Applications die grinder
-- High operator comfort
-- Power and performance
-- Ideal for limited space applications

Similar features as 
CP9105Q-B with 
23,000 rpm and 90° angle 
head

Similar features as 
CP9105Q-B 23,000 rpm 
and 120° angle head

Similar features as 
CP9105Q-B 27,000 rpm 
and with extended shaft 

Similar features as 
CP9111Q-B with 
extended shaft

See details on 
page 63

Powerful & quiet

FEATURES
-- 0.47 hp (350 W) motor
-- 22,000 rpm free speed
-- Low noise level: only 80 dB(A)
-- Built-in air regulator
-- Rubber overmould grip
-- Rear exhaust
-- Swivel air inlet
-- Includes 1/4" and 6 mm collets

BENEFITS
-- General Maintenance 
Applications die grinder
-- High operator comfort
-- Power and performance
-- Ideal for limited space applications

Same features 
as CP860 with 
6 mm collet

Same features as 
CP860 with 
6" extended shaft

Same features as 
CP860E with 6" 
extended shaft 
and 6 mm collet

Great durability

FEATURES
-- 1/4" collet
-- Rugged and energy efficient 
0.54 hp (400 W) motor
-- Adjustable speed regulator
-- Lock-off throttle
-- Square handle design for greater comfort

BENEFITS
-- General Maintenance 
Applications die grinder
-- Productivity and control
-- Excellent for cleaning tires, moldings, 
porting, relieving engines, and general high-
speed polishing and grinding

24,000 rpm22,000 rpm
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CP3000-420R

CP3000-520R

CP3000-415R/418R/424R

CP3000-515R/518R

CP3000- 
415F/418F/420F/424F

CP3000-515F/518F/520F

CP3000-325R

CP3000-325R
CP3000-330R

CP3000-325F/330F

< 0.7 hp (500W) Die Grinders

G
rin

di
ng

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 3/8" (9.5mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER COLLET 
CAPACITY

AIR CONS. 
at free speed

AIR CONS. 
@LOAD NET WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

rpm hp W in. mm cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP3000-325F 615 160 0180 25,000 0.4 300 1/4 6.35 21.2 10 17.2 8.1 0.8 0.3 5.9 150 <2.5 84 95 1/4"
CP3000-325R 615 160 0150 25,000 0.4 300 1/4 6.35 21.2 10 19.0 9.0 0.8 0.3 5.9 150 3.2 1.6 79 90 1/4"
CP3000-330F 615 160 0170 30,000 0.4 300 1/4 6.35 22.7 10.7 17.8 8.4 0.8 0.3 5.9 150 3.2 1.6 84 95 1/4"
CP3000-330R 615 160 0160 30,000 0.4 300 1/4 6.35 23.3 11 19.0 9.0 0.8 0.3 5.9 150 <2.5 77 88 1/4"
CP3000-415F 615 160 0230 15,000 0.54 400 1/4 6.35 23.7 11.2 20.3 9.6 1.6 0.7 7.7 196 <2.5 82 93 1/4"
CP3000-415R 615 160 0190 15,000 0.54 400 1/4 6.35 25.4 12 21.2 10.0 1.6 0.7 7.7 196 <2.5 80 91 1/4"
CP3000-418F 615 160 0240 18,000 0.54 400 1/4 6.35 25.7 12.1 21.6 10.2 1.6 0.7 7.7 196 <2.5 82 93 1/4"
CP3000-418R 615 160 0200 18,000 0.54 400 1/4 6.35 25.4 12 21.2 10.0 1.6 0.7 7.7 196 <2.5 77 88 1/4"
CP3000-420F 615 160 0250 20,000 0.54 400 1/4 6.35 25.9 12.2 22.0 10.4 1.6 0.7 7.7 196 <2.5 82 93 1/4"
CP3000-420R 615 160 0210 20,000 0.54 400 1/4 6.35 25.4 12 23.3 11.0 1.6 0.7 7.7 196 <2.5 78 89 1/4"
CP3000-424F 615 160 0260 24,000 0.54 400 1/4 6.35 27.1 12.8 23.9 11.3 1.6 0.7 7.7 196 <2.5 82 93 1/4"
CP3000-424R 615 160 0220 24,000 0.54 400 1/4 6.35 27.6 13 23.3 11.0 1.6 0.7 7.7 196 <2.5 79 90 1/4"
CP3000-515F 615 160 0300 15,000 0.7 500 1/4 6.35 28.6 13.5 23.7 11.2 1.8 0.8 7.6 195 <2.5 79 90 1/4"
CP3000-515R 615 160 0270 15,000 0.7 500 1/4 6.35 29.7 14 25.4 12.0 1.8 0.8 7.6 195 <2.5 80 91 1/4"
CP3000-518F 615 160 0310 18,000 0.7 500 1/4 6.35 29.7 14 25.7 12.1 1.8 0.8 7.6 195 <2.5 80 91 1/4"
CP3000-518R 615 160 0280 18,000 0.7 500 1/4 6.35 31.8 15 27.6 13.0 1.8 0.8 7.6 195 <2.5 79 90 1/4"
CP3000-520F 615 160 0320 20,000 0.7 500 1/4 6.35 30.3 14.3 26.3 12.4 1.8 0.8 7.6 195 <2.5 81 92 1/4"
CP3000-520R 615 160 0290 20,000 0.7 500 1/4 6.35 31.8 15 27.5 13.0 1.8 0.8 7.6 195 <2.5 80 91 1/4"

See accessories on pages 60 to 63

Lightweight 
& ergonomic

FEATURES
-- 1/4" (6.35 mm) collet holder
-- 0.54 hp (400 W) industrial grade motor
-- 20,000 rpm free speed
-- Compact composite handle
-- Streamlined safety lever
-- Rear Exhaust

Same features as CP3000-420R with 
respectively 15,000 - 18,000 - 24,000 rpm

Same features as CP3000-420R 
with same speeds and Front exhaust. 
(Not for CE markets)

Similar features as CP3000-325R with 30,000 rpm

Similar features as CP3000-325R with 25,000, 30,000 rpm and 
Front exhaust. (Not for CE markets)

FEATURES
-- 1/4" (6.35 mm) collet holder
-- 0.4 hp (300 W) industrial grade motor
-- 25,000 rpm free speed
-- Compact composite handle
-- Streamlined safety lever
-- Rear Exhaust

FEATURES
-- 1/4" (6.35 mm) collet holder
-- 0.7 hp (500 W) industrial grade motor
-- 15,000 rpm free speed
-- Compact composite handle
-- Streamlined safety lever
-- Rear Exhaust

-- Industrial Maintenance and Production Applications die grinder
-- Operator comfort 
-- High precision
-- Industrial grade durability up to 1000 hours
-- Easy maintenance

The CP3000 Series Benefits

Similar features as CP3000-520R 
with same speeds and Front exhaust. 
(Not for CE markets)

Similar features as CP3000-520R with 
respectively 15,000 - 18,000 rpm

25,000 rpm20,000 RPM

20,000 RPM
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CP3030-420R

CP3030-520R

CP3030- 
418R/424R

CP3030- 
418F/420F/424F

CP3030-518R

CP3030-518F/520F

CP3030-325R

CP3030-325R
CP3030-330R

CP3030-325F/330F

Grinding < 0.7 hp (500W) Die Grinders

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 3/8" (9.5mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER COLLET 
CAPACITY

AIR CONS. 
at free speed

AIR CONS. 
@LOAD NET WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

rpm hp W in. mm cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP3030-325F 615 160 4120 25,000 0.4 300 1/4 6.35 20.6 9.7 16.3 7.7 1.1 0.5 6.1 154 <2.5 85 96 1/4"
CP3030-325R 615 160 4090 25,000 0.4 300 1/4 6.35 21.2 10 16.9 8.0 1.1 0.5 6.1 154 <2.5 79 90 1/4"
CP3030-330F 615 160 4110 30,000 0.4 300 1/4 6.35 22.0 10.4 17.5 8.3 1.1 0.5 6.1 154 <2.5 84 95 1/4"
CP3030-330R 615 160 4100 30,000 0.4 300 1/4 6.35 21.2 10 19.0 9.0 1.1 0.5 6.1 154 <2.5 77 88 1/4"
CP3030-418F 615 160 4160 18,000 0.54 400 1/4 6.35 25.0 11.8 20.5 9.7 1.8 0.8 6.8 174 <2.5 82 93 1/4"
CP3030-418R 615 160 4130 18,000 0.54 400 1/4 6.35 25.4 12 21.2 10.0 1.8 0.8 6.8 174 <2.5 75 86 1/4"
CP3030-420F 615 160 4170 20,000 0.54 400 1/4 6.35 21.4 10.1 21.4 10.1 1.8 0.8 6.8 174 <2.5 82 93 1/4"
CP3030-420R 615 160 4140 20,000 0.54 400 1/4 6.35 27.6 13 23.3 11.0 1.8 0.8 6.8 174 <2.5 76 87 1/4"
CP3030-424F 615 160 4180 24,000 0.54 400 1/4 6.35 23.1 10.9 23.1 10.9 1.8 0.8 6.8 174 <2.5 82 93 1/4"
CP3030-424R 615 160 4150 24,000 0.54 400 1/4 6.35 27.6 13 23.3 11.0 1.8 0.8 6.8 174 <2.5 77 88 1/4"
CP3030-518F 615 160 4210 18,000 0.7 500 1/4 6.35 29.3 13.8 23.9 11.3 1.8 0.8 6.8 174 <2.5 81 92 1/4"
CP3030-518R 615 160 4190 18,000 0.7 500 1/4 6.35 31.8 15 27.5 13.0 1.8 0.8 6.8 174 <2.5 80 91 1/4"
CP3030-520F 615 160 4220 20,000 0.7 500 1/4 6.35 29.3 13.8 25.0 11.8 1.8 0.8 6.8 174 <2.5 80 91 1/4"
CP3030-520R 615 160 4200 20,000 0.7 500 1/4 6.35 32.9 15.5 29.6 14.0 1.8 0.8 6.8 174 <2.5 80 91 1/4"

See accessories on pages 60 to 63

Same features as CP3030-325R with 25, 000, 30, 000 rpm 
and Front exhaust. (Not for CE markets)

Same features as CP3030-325R with 30,000 rpm

Same features as CP3030-520R 
with same speeds and Front 
exhaust. (Not for CE markets)

Same features as CP3030-520R 
with 18,000 rpm

Same features as CP3030-420R 
with same speeds and Front exhaust. 
(Not for CE markets)

Same features as CP3030-420R with 
respectively 18,000 - 24,000 rpm

FEATURES
-- 1/4" (6.35 mm) collet holder
-- 0.54 hp (400 W) industrial grade motor
-- 20,000 rpm free speed
-- Compact composite handle
-- Streamlined safety lever
-- Gearless durable construction
-- 7° angle to allow working in tight angles 
-- Rear exhaust

FEATURES
-- 1/4" (6.35 mm) collet holder
-- 0.5 hp (400 W) industrial grade motor
-- 20,000 rpm free speed
-- Compact composite handle
-- Streamlined safety lever
-- Gearless durable construction
-- 7° angle to allow working 
in tight angles
-- Rear Exhaust

FEATURES
-- 1/4" (6.35 mm) collet holder
-- 0.4 hp (300 W) industrial grade motor
-- 25,000 rpm free speed
-- Compact composite handle
-- Streamlined safety lever
-- Gearless durable construction
-- 7° angle to allow working 
in tight angles
-- Rear Exhaust

Lightweight 
& ergonomic

-- Industrial Maintenance and Production Applications angle die grinder
-- Operator comfort 
-- High precision
-- Industrial grade durability up to 1000 hours
-- Easy maintenance

The CP3030 Series Benefits

25,000 rpm
20,000 rpm

20,000 rpm
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CP3019-18/20/25/40

CP3019-20/25/31/40 CNOMO

CP3019-31

CP3019-31ES

CP3019-31ES

CP3019-12AC

CP3019-20AC

CP3019-12AC/20AC CNOMO

CP3019- 
20ES/25ES/40ES

CP3019- 
20ES/25ES/40ES 
CNOMO

0.5 hp (375W) Die Grinders

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 3/8" (9.5mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER COLLET 
CAPACITY

AIR CONS. 
at free speed

AIR CONS. 
@LOAD

NET 
WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

rpm hp W in. mm cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP3019-12AC 615 160 4070 12,000 0.5 375 1/4 6.35 6.8 3.2 16.9 8.0 1.1 0.5 8.5 216 3.7 1.9 78 89 1/4"
CP3019-20AC 615 160 4080 20,000 0.5 375 1/4 6.35 11.2 5.3 19.9 9.4 1.1 0.5 8.5 216 4.3 3.4 82 93 1/4"
CP3019-18 615 160 0090 18,000 0.5 375 1/4 6.35 5.3 2.5 15.0 7.1 0.8 0.3 6.7 169 <2.5 75 86 1/4"
CP3019-20 615 160 0100 20,000 0.5 375 1/4 6.35 6.4 3 19.0 9.0 0.8 0.3 6.7 169 4.1 1.5 74 85 1/4"
CP3019-25 615 160 0110 25,000 0.5 375 1/4 6.35 8.5 4 19.0 9.0 0.8 0.3 6.6 169 2.6 1.5 77 88 1/4"
CP3019-31 615 160 0120 31,000 0.5 375 1/4 6.35 10.0 4.7 21.2 10.0 0.8 0.3 6.6 169 3.3 2.0 79 90 1/4"
CP3019-40 615 160 0130 40,000 0.5 375 1/4 6.35 14.8 7 22.0 10.4 0.8 0.3 6.6 169 <2.5 81 92 1/4"
CP3019-20ES 615 160 2170 20,000 0.5 375 1/4 6.35 7.0 3.3 18.0 8.5 1.2 0.5 9.8 249 3.7 1.9 73 84 1/4"
CP3019-25ES 615 160 2180 25,000 0.5 375 1/4 6.35 7.6 3.6 19.0 9.0 1.2 0.5 9.8 249 3.2 1.7 76 87 1/4"
CP3019-31ES 615 160 2190 31,000 0.5 375 1/4 6.35 10.0 4.7 19.9 9.4 1.2 0.5 9.8 249 3.6 1.6 80 91 1/4"
CP3019-40ES 615 160 2200 40,000 0.5 375 1/4 6.35 14.8 7 21.2 10.0 1.2 0.5 9.8 249 3 2.0 80 91 1/4"
CP3019-20 CNOMO 615 160 0340 20,000 0.5 375 - 6 6.4 3 19.0 9.0 0.8 0.3 6.6 169 <2,5 74 85 1/4"
CP3019-25 CNOMO 615 160 0350 25,000 0.5 375 - 6 8.5 4 19.0 9.0 0.8 0.3 6.6 169 <2,5 78 89 1/4"
CP3019-31 CNOMO 615 160 0360 31,000 0.5 375 - 6 10.0 4.7 21.2 10.0 0.8 0.3 6.6 169 2.8 2.0 77 88 1/4"
CP3019-40 CNOMO 615 160 0370 40,000 0.5 375 - 6 14.8 7 22.0 10.4 0.8 0.3 6.6 169 2.8 1.4 77 88 1/4"
CP3019-20ES CNOMO 615 160 2210 20,000 0.5 375 - 6 7.0 3.3 18.0 8.5 1.2 0.5 9.8 249 2.9 0.9 75 86 1/4"
CP3019-25ES CNOMO 615 160 2220 25,000 0.5 375 - 6 7.6 3.6 19.1 9.0 1.2 0.5 9.8 249 4.7 2.4 78 89 1/4"
CP3019-31ES CNOMO 615 160 2230 31,000 0.5 375 - 6 10.0 4.7 19.9 9.4 1.2 0.5 9.8 249 <2,5 80 91 1/4"
CP3019-40ES CNOMO 615 160 2240 40,000 0.5 375 - 6 14.8 7 21.2 10.0 1.2 0.5 9.8 249 <2,5 78 89 1/4"
CP3019-12AC CNOMO 615 160 4230 12,000 0.5 375 - 6 6.8 3.2 16.9 8.0 1.1 0.5 8.5 216 3.7 1.9 78 89 1/4"
CP3019-20AC CNOMO 615 160 4240 20,000 0.5 375 - 6 11.2 5.3 19.9 9.4 1.1 0.5 8.5 216 4.3 3.4 82 93 1/4"

Same features as CP3019-31 with respectively 
18,000 - 20,000 - 25,000 - 40,000 rpm

Same features as CP3019-31 with 20,000 - 25,000 - 
31,000 - 40,000 rpm and 6 mm collet

Same features as CP3019-12AC with 20,000 rpm

Same features as CP3019-12AC with 6 mm CNOMO collet

FEATURES
-- 1/4" (6.35 mm) collet holder
-- 0.5 hp (375 W) governed motor
-- 12,000 rpm free speed
-- Compact body
-- Insulating composite over-housing
-- Streamlined safety lever
-- Highly durable bevel gear
-- Rear exhaust

FEATURES
-- 1/4" (6.35 mm) collet holder
-- 0.5 hp (375 W) governed motor
-- 31,000 rpm free speed
-- Compact body
-- Insulating composite over-housing
-- Streamlined safety lever
-- Rear exhaust

FEATURES
-- 1/4" (6.35 mm) collet holder
-- Extended body
-- 0.5 hp (375 W) governed motor
-- 31,000 rpm free speed
-- Compact body
-- Insulating composite over-housing
-- Streamlined safety lever
-- Rear exhaust

BENEFITS
-- Industrial Maintenance 
and Production Applications 
extended shaft die grinder
-- Optimal productivity 
-- Superior Ergonomics
-- Highest durability in 
demanding applications up 
to 2000 hours maintenance intervals

High performance 
in a compact package

Same features as CP3019-31ES 
with 20,000 - 25,000 - 40,000 rpm

Same features as CP3019-31ES 
with 6 mm CNOMO collet

See accessories on pages 60 to 63

The CP3019 Series Benefits
-- Industrial Maintenance and Production Applications die grinder
-- Optimal productivity 
-- Superior Ergonomics
-- Highest durability in demanding applications up 
to 2000 hours maintenance intervals

High performance in a compact package G
rin
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ng

31,000 rpm

12,000 rpm

31,000 rpm
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CP9113GES

CP9113GES

CP9113G

CP3451-18SEC

CP3451-18SERC

CP3451-18SEC

FEATURES
-- 1/4" (6.35 mm) collet holder
-- Extended body
-- 1 hp (750 W) motor
-- 25,000 rpm free speed
-- Robust machined steel housing
-- Robust safety lever
-- Side exhaust

BENEFITS
-- Industrial Maintenance and Production 
Applications extended shaft die grinder
-- High body durability
-- Withstands rough usage
-- Withstands extreme 
temperatures

Robust steel construction

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 3/8" (9.5mm) - @90 PSI (@6.3 Bar)

See accessories on pages 60 to 63

MODEL PART NUMBER
FREE 

SPEED POWER COLLET 
CAPACITY

AIR CONS. 
at free speed

AIR CONS. 
@LOAD NET WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

rpm hp W in. mm cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP3451-18SEC 615 160 2010 18,000 1 750 1/4 6.35 40.5 19.1 36.8 17.4 3.1 1.4 13.0 330 2.7 1.8 83 94 3/8"
CP3451-18SERC 615 160 2040 18,000 1 750 1/4 6.35 40.5 19.1 36.8 17.4 3.1 1.4 13.0 330 2.7 1.8 83 94 3/8"
CP9113G 615 160 0010 25,000 1 750 1/4 6.35 36.0 17 31.8 15.0 2.5 1.1 6.7 170 3.6 1.8 92 103 3/8"
CP9113GES 615 160 2070 25,000 1 750 1/4 6.35 36.0 17 31.8 15.0 3.5 1.6 12.6 320 2.7 1.1 82 93 3/8"

Robust steel construction

FEATURES
-- 1/4" (6.35 mm) collet holder
-- Short body
-- 1 hp (750 W) motor
-- 25,000 rpm free speed
-- Robust machined steel housing
-- Robust safety lever
-- Front exhaust

BENEFITS
-- Industrial Maintenance and Production 
Applications die grinder
-- High body durability
-- Withstands rough usage
-- Withstands extreme temperatures

Industrial grade extended 
shaft die grinder

FEATURES
-- 1/4" (6.35 mm) collet holder
-- 1 hp (750 W) high torque motor
-- 18,000 rpm free speed
-- Aluminum body
-- Insulating composite cover
-- Rear exhaust

BENEFITS
-- Industrial Maintenance and Production 
Applications straight die grinder
-- Light body
-- Industrial grade durability up to 1000 hours

Same features as CP3451-18SEC 
with rotative valve 
(Not for CE / NA markets)

 1 hp (750W) Die GrindersGrinding

25,000 rpm 25,000 rpm

18,000 rpm
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CP3109-24

CP3109-13AC

CP3109-19 
CP3109-28

CP3109-19ES 
24ES/28ES

CP3650-120ACC

CP3650-120ACC

0.8 & 2.3 hp (600 & 1,700 W) Die Grinders

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 3/8" (9.5mm) - @90 PSI (@6.3 Bar) Exept CP3650: 1/2" (13 mm)

MODEL PART NUMBER
FREE 

SPEED POWER COLLET 
CAPACITY

AIR CONS. 
at free speed

AIR CONS. 
@LOAD NET WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

rpm hp W in. mm cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP3109-13AC 615 160 4060 13,000 0.8 600 1/4 6.35 21.0 10 31.8 15.0 2.4 1.1 8.6 216 3.7 1.4 85 96 3/8"
CP3109-19 615 160 0020 19,000 0.8 600 1/4 6.35 13.0 6 31.8 15.0 2.0 0.9 8.8 222 3.0 1.7 76 87 3/8"
CP3109-24 615 160 0030 24,000 0.8 600 1/4 6.35 21.0 10 31.8 15.0 2.0 0.9 8.8 222 <2.5 81 92 3/8"
CP3109-28 615 160 0040 28,000 0.8 600 1/4 6.35 34.0 16 31.8 15.0 2.0 0.9 8.8 222 <2.5 85 96 3/8"
CP3109-19ES 615 160 2080 19,000 0.8 600 1/4 6.35 13.0 6 31.8 15.0 2.9 1.3 14.5 363 <2.5 76 87 3/8"
CP3109-24ES 615 160 2090 24,000 0.8 600 1/4 6.35 21.0 10 31.8 15.0 2.9 1.3 14.2 361 <2.5 81 92 3/8"
CP3109-28ES 615 160 2100 28,000 0.8 600 1/4 6.35 34.0 16 31.8 15.0 2.9 1.3 14.2 361 <2.5 85 96 3/8"
CP3650-120ACC 615 160 7230 12,000 2.3 1,700 1/4 6.35 42.0 20 68.0 32.0 3.1 1.4 9.4 238 7.5 2.5 82 93 3/8"

See accessories on pages 60 to 63

See pages 68-70 for CP3650 range presentation

See pages 78-80 for accessories

Same features as 
CP3119-24 with 19,000 
- 28,000 rpm

Same features as 
CP3109-24 with 19,000 - 
24,000 - 28,000 rpm and 
extended shaft

High performance

FEATURES
-- 1/4" (6.35 mm) collet holder
-- 0.8 hp (600 W) governed motor
-- 24,000 rpm free speed
-- Steel housing
-- Insulating composite over-housing
-- Streamlined safety lever
-- Rear exhaust

BENEFITS
-- Industrial Maintenance and Production Applications 
die grinder
-- High productivity 
-- Highest durability in demanding applications up to 
2000 hours maintenance intervals

High performance

FEATURES
-- 1/4" (6.35 mm) collet holder
-- 0.8 hp (600 W) governed motor
-- 13,000 rpm free speed
-- Steel housing
-- Insulating composite over-housing
-- Streamlined safety lever
-- Highly durable bevel gear
-- Rear exhaust

BENEFITS
-- Industrial Maintenance and Production 
Applications die grinder
-- Optimal productivity 
-- Highest durability in demanding applications 
up to 2000 hours maintenance intervals

FEATURES
-- 1/4" (6.35 mm) collet holder
-- 2.3 hp (1,700 W) high performance governed motor
-- 12,000 rpm free speed
-- Superior durability bevel gear
-- Streamlined safety lever
-- Spindle lock button

BENEFITS
-- Highest durability in demanding applications 
up to 2000 hours
-- Superior torque for maximal productivity
-- Superior ergonomics

Superlative performance 
& ergonomics

G
rin

di
ng

24,000 rpm

13,000 rpm

12,000 rpm
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CP3119-22

CP3119-22

CP3119-22ES

CP3119-12/15/18

CP3119-12/15/18/22 CNOMO

CP3119-12ES/15ES 
18ES/22ES

CP3119-12ES/15ES 
18ES/22ES CNOMO

CP3119-22ES

Grinding 1.2 hp (900W) Die Grinders

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 3/8" (9.5mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER COLLET 
CAPACITY

AIR CONS. 
at free speed

AIR CONS. 
@LOAD NET WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

rpm hp W in. mm cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP3119-12 615 160 0050 12,000 1.2 900 1/4 6.35 13.0 6 33.9 16.0 1.2 1.0 8.8 222 <2.5 76 87 3/8"
CP3119-15 615 160 0060 15,000 1.2 900 1/4 6.35 17.0 8 36.0 17.0 1.2 1.0 8.8 222 3.8 2.2 81 92 3/8"
CP3119-18 615 160 0070 18,000 1.2 900 1/4 6.35 21.0 10 38.1 18.0 1.2 1.0 8.8 222 2.9 1.7 80 91 3/8"
CP3119-22 615 160 0080 22,000 1.2 900 1/4 6.35 28.0 13 38.1 18.0 1.2 1.0 8.8 222 <2.5 81 92 3/8"
CP3119-12ES 615 160 2110 12,000 1.2 900 1/4 6.35 13.0 6 33.9 16.0 3.1 1.4 14.2 361 <2.5 76 87 3/8"
CP3119-15ES 615 160 2120 15,000 1.2 900 1/4 6.35 17.0 8 36.0 17.0 3.1 1.4 14.2 361 <2.5 81 92 3/8"
CP3119-18ES 615 160 2130 18,000 1.2 900 1/4 6.35 21.0 10 38.1 18.0 3.1 1.4 14.2 361 <2.5 80 91 3/8"
CP3119-22ES 615 160 2140 22,000 1.2 900 1/4 6.35 28.0 13 38.1 18.0 3.1 1.4 14.2 361 2.6 0.8 81 92 3/8"
CP3119-12 CNOMO 615 160 0380 12,000 1.2 900 - 6 16.0 6 33.9 16.0 2.2 1.0 8.7 222 <2.5 75 86 3/8"
CP3119-15 CNOMO 615 160 0390 15,000 1.2 900 - 6 17.0 8 36.0 17.0 2.2 1.0 8.7 222 <2.5 80 91 3/8"
CP3119-18 CNOMO 615 160 0400 18,000 1.2 900 - 6 18.0 10 38.1 18.0 2.2 1.0 8.7 222 <2.5 81 92 3/8"
CP3119-22 CNOMO 615 160 0410 22,000 1.2 900 - 6 18.0 13 38.1 18.0 2.2 1.0 8.7 222 <2.5 81 92 3/8"
CP3119-12ES CNOMO 615 160 2250 12,000 1.2 900 - 6 16.0 6 33.9 16.0 3.1 1.4 14.3 363 2.7 76 87 3/8"
CP3119-15ES CNOMO 615 160 2260 15,000 1.2 900 - 6 17.0 8 36.0 17.0 3.1 1.4 14.3 363 <2.5 81 92 3/8"
CP3119-18ES CNOMO 615 160 2270 18,000 1.2 900 - 6 18.0 10 38.1 18.0 3.1 1.4 14.3 363 <2.5 80 91 3/8"
CP3119-22ES CNOMO 615 160 2280 22,000 1.2 900 - 6 18.0 13 38.1 18.0 3.1 1.4 14.3 363 <2.5 81 92 3/8"

FEATURES
-- 1/4" (6.35 mm) collet holder
-- 1.2 hp (900 W) governed motor
-- 22,000 rpm free speed
-- Steel housing
-- Insulating composite over-housing
-- Streamlined safety lever
-- Rear exhaust

BENEFITS
-- Industrial Maintenance and 
Production Applications 
-- High productivity thanks 
to short or extended shaft 
die grinder
-- Highest durability in demanding 
applications up to 2000 hours 
maintenance intervals

High performance

Same features as CP3019-22 with 12,000 - 15,000 - 
18,000 - 22,000 rpm and 6 mm CNOMO collet

Same features as CP3119-22 with 12,000 - 15,000 - 18,000 rpm

Same features as CP3119-22ES 
with 12,000 - 15,000 - 18,000 - 
22,000 rpm

Same features as CP3019-22ES 
with 12,000 - 15,000 - 18,000 - 
22,000 rpm and 6 mm CNOMO collet

High performance

FEATURES
-- 1/4" (6.35 mm) collet holder
-- Extended body with rubber grip
-- 1.2 hp (900 W) governed motor
-- 22,000 rpm free speed
-- Steel housing
-- Insulating composite over-housing
-- Streamlined safety lever
-- Rear exhaust

BENEFITS
-- Industrial Maintenance and 
Production Applications 
-- High productivity thanks to short or extended 
shaft die grinder
-- Highest durability in demanding applications 
up to 2000 hours maintenance intervals

22,000 rpm 22,000 rpm
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CP3119-12EL CP3119-12EXL

CP3119-12EXL

CP3119-12EL

1.2 hp (900W) Long Reach Die Grinders

G
rin

di
ng

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 3/8" (9.5mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER COLLET 
CAPACITY

AIR CONS. 
at free speed

AIR CONS. 
@LOAD NET WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

rpm hp W in. mm cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP3119-12EL 615 160 2150 12,000 1.2 900 1/4 6.35 13.0 6 33.9 16.0 4.6 2.1 24.1 603 3 1.3 74 85 3/8"
CP3119-12EXL 615 160 2160 12,000 1.2 900 1/4 6.35 13.0 6 33.9 16.0 5.9 2.7 34.1 853 3.1 1.4 74 85 3/8"

See accessories on pages 60 to 63

High performance

FEATURES
-- 1/4" (6.35 mm) collet holder
-- 23,7" (601 mm) extended body with one 
piece steel structure
-- 1.2 hp (900 W) governed motor
-- 12,000 rpm free speed
-- Steel housing
-- Insulating composite over-housing
-- Streamlined safety lever
-- Rear exhaust

BENEFITS
-- Industrial Maintenance and Production Applications 
extended shaft long die grinder
-- High productivity 
-- Highest durability in demanding applications 
up to 2000 hours maintenance intervals

FEATURES
-- 1/4" (6.35 mm) collet holder
-- 33.6" (851 mm) extended body with one 
piece steel structure
-- 1.2 hp (900 W) governed motor
-- 12,000 rpm free speed
-- Steel housing
-- Insulating composite over-housing
-- Streamlined safety lever
-- Rear exhaust

BENEFITS
-- Industrial Maintenance 
and Production Applications 
extended shaft long die grinder
-- High productivity 
-- Highest durability in demanding 
applications up to 2000 hours 
maintenance intervals

High performance

12,000 rpm 12,000 rpm
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CP3451-18SE3CP3119-18ES3

CP3119-18ES3
CP3119-12ES3

CP3451-16SE25

CP3451-16SER25

CP3451-18SER3

CP3119-12ES4

CP3119-15ES2/3

CP3119-123X

CP3119-15ES3

Grinding < 1.2 hp (900W) Straight Wheel Grinders

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 3/8" (9.5mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER MAX WHEEL 
CAPACITY

SPINDLE 
THREAD

AIR CONS. 
AT FREE 
SPEED

AIR CONS. 
@LOAD

NET 
WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

rpm hp W in. mm in. cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP3119-12ES3X 615 160 6030 12,000 1.2 900 3x1/2x3/8 80x13x9.52 3/8-24 15.0 7 33.9 16.0 3.7 1.7 13.3 338 NA 77 88 3/8"
CP3119-12ES4 615 160 6020 12,000 1.2 900 4x1/2x3/8 100x13x9.52 3/8-24 15.0 7 33.9 16.0 4.0 1.8 13.3 338 2.5 78 89 3/8"
CP3119-15ES2 615 160 6040 15,000 1.2 900 2.5x1/2x3/8 63.5x13x9.52 3/8-24 15.0 7 33.9 16.0 3.5 1.6 13.3 338 <2.5 77 88 3/8"
CP3119-15ES3 615 160 6050 15,000 1.2 900 3x1/2x3/8 80x13x9.52 3/8-24 15.0 7 33.9 16.0 3.7 1.7 13.3 338 2.7 1.1 78 89 3/8"
CP3119-18ES3 615 160 6060 18,000 1.2 900 3x1/2x3/8 80x13x9.52 3/8-24 15.0 7 33.9 16.0 3.7 1.7 13.3 338 5.3 3.1 77 88 3/8"
CP3119-123X 615 160 6070 12,000 1.2 900 3x25/32x1/2 80x20x12.7 1/2-13 15.0 7 33.9 16.0 3.7 1.7 9.3 236 <2.5 0 81 3/8"
CP3451-16SE25 615 160 2020 16,000 0.8 600 2.5x1/2x3/8 63x13x9.52 - 29.4 13.9 27.7 13.1 3.3 1.5 13.8 346 10 5.0 82 93 3/8"
CP3451-16SER25 615 160 2050 16,000 0.8 600 2.5x1/2x3/8 63x13x9.52 - 29.4 13.9 27.7 13.1 3.3 1.5 13.8 346 14.1 4.7 82 93 3/8"
CP3451-18SE3 615 160 2030 18,000 1 750 3x1/2x3/8 80x13x9.52 - 39.4 18.6 36.8 17.4 3.5 1.6 14.0 351 3.1 1.2 83 94 3/8"

CP3451-18SER3 615 160 2060 18,000 1 750 3x1/2x3/8 80x13x9.52 - 39.4 18.6 36.9 17.4 3.5 1.6 14.0 351 3.1 1.2 83 94 3/8"

See accessories on pages 60 to 63

FEATURES
-- 3" (80 mm) wheel capacity
-- Extended body with rubber grip
-- 1.2 hp (900 W) governed motor
-- 18,000 rpm free speed
-- Steel housing
-- Insulating composite over-housing
-- Streamlined safety lever
-- Rear exhaust

BENEFITS
-- Industrial Maintenance and 
Production Applications straight 
wheel grinder
-- High productivity 
-- Highest durability in demanding 
applications up to 2000 hours 
maintenance intervals

High performance

Same features as 
CP3119-18SE3 with 
3" wheel and 12,000 rpm

Same features as 
CP3119-18ES3 with 4" wheel 
and 12,000 rpm

Same features as 
CP3119-18SE3 with 15,000 
rpm and 2" & 3" wheel capacity

Same features as 
CP3119-12ES3 with short shaft

Same features as 
CP3451-18SE3 with 
16,000 rpm & 2.5" wheel capacity

Same features as 
CP3451-18SE3 with 16,000 rpm, 
2.5" wheel capacity and rotative valve 
(Not for CE / NA markets)

Same features as 
CP3451-18SE3 
with rotative valve 
(Not for CE / NA markets)

Industrial grade straight 
wheel grinder

FEATURES
-- 3" (75 mm) wheel capacity
-- 1 hp (750 W) high torque motor
-- 18,000 rpm free speed
-- Aluminum body
-- Insulating composite cover
-- Rear exhaust

BENEFITS
-- Industrial Maintenance and Production Appli-
cations straight wheel grinder
-- Light body
-- Industrial grade durability up to 1000 hours

18,000 rpm18,000 rpm
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CP3249-GABSUDE

CP3249-GABSUD

CP3249-GABSUD CP3249-GABSYG

CP3249-GABSYG
CP3249-GABSYGE

<3.6 hp (2700W) Straight Wheel Grinders

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 5/8" (15mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER MAX WHEEL 
CAPACITY

SPINDLE 
THREAD

AIR CONS. 
AT FREE 
SPEED

AIR CONS. 
@LOAD

NET 
WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

rpm hp W in. mm in. cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

For ANSI NA Market only
CP3249-GABSUD 615 160 6140 4,500 3.2 2,400 8x1x5/8 200x25x15.9 5/8-11 70.0 33 17.0 8.0 13.9 6.3 21.8 554 NA 82 93 1/2"
CP3249-GABSYG 615 160 6130 6,000 3.6 2,700 6x1x5/8 150x25x15.9 5/8-11 86.0 41 27.0 13.0 12.3 5.6 21.8 554 NA 82 93 1/2"
For CE Market only
CP3249-GABSUDE 615 160 6190 4,500 3.2 2,400 8x1x5/8 200x25x15.9 5/8-11 17.0 8 70.0 33.0 13.9 6.3 19.4 492 NA 82 93 1/2"
CP3249-GABSYGE 615 160 6180 6,000 3.6 2,700 6x1x5/8 150x25x15.9 5/8-11 27.0 13 86.0 41.0 12.3 5.6 19.4 492 NA 82 93 1/2"

See accessories on pages 60 to 63

Same features as 
CP3249-GABSUD 
For CE markets

Performance in heavy applications

FEATURES
-- 8" (200 mm) wheel capacity
-- 3.2 hp (2,400 W) governed motor
-- 4,500 rpm free speed
-- Aluminum robust housing
-- Grooved handles
-- Double action safety lever
-- Overspeed prevention device included
-- ANSI compliant for NA markets

FEATURES
-- 6" (150 mm) wheel capacity
-- 3.6 hp (2,700 W) governed motor
-- 6,000 rpm free speed
-- Aluminum robust housing
-- Grooved handles
-- Double action safety lever
-- Overspeed prevention 
device included
-- ANSI compliant for NA markets

Same features as CP3249-GABSYG 
For CE markets

The CP3249 Series Benefits

-- Industrial Maintenance and Production Applications straight wheel grinder
-- High productivity 
-- Highest durability in demanding applications up to 2000 hours maintenance intervals

G
rin

di
ng

4,500 rpm 6,000 rpm
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Grinding

Accessories & Spares

Accessories INCLUDED

MODEL DESCRIPTION PART NO.

CP3000-3..R/F Serie 300 collet ø 1/4" 
(5.55 to 6.35mm
Flat wrench (2)

615 526 0590

205 054 8063

CP3000-600CR Collet ø 1/8"
Wrench

205 054 8553 
205 054 8083

CP3000-600CR Collet ø 3mm
Wrench

205 054 8563
205 054 8083

CP3000-5..R/F
CP3000-4..R/F
CP3030-4..R/F  
CP3030-5..R/F

Series 200 collet, ø 1/4" 
(5.55 to 6.35mm)
Flat wrench 

615 526 0630

205 054 8193

CP3019-..ES 
CP3019-..AC 
CP3119-..

Serie 300 collet ø 1/4" 
(5.55 to 6.35mm)
Exhaust hose L= 31" (0.8m)
Flat wrench, 7/16" (11mm) 
Flat wrench, 11/16" (17mm)

615 526 0590

615 875 1060
615 801 0030 
615 501 0320

CP3030-3..R/F Series 300 collet, ø 1/4" 
(5.55 to 6.35mm) 
Flat wrench (2) 

615 526 0590

205 054 8063

CP9113.. Serie 200 collet, 
ø 1/4" (5.55 to 6.35mm)
Flat wrench  
Flat wrench

615 526 0630

205 054 4513
205 054 4523

CP3451 Serie 200 collet ø1/4" 
(5.55 to 6.35mm) 
Exhaust hose 
(only with CP3451-18SERC)    
Cone wheel adaptor 
Stem 
Wrench (2)

615 526 0630

615 432 0110

615 542 1330
615 801 0810
205 049 6453

CP3109-13AC Series 300 collet, ø 1/4" 
(5.55 to 6.35mm)
Exhaust hose 60" (1.5m) 
Flat wrench, 7/16" (11mm) 
Flat wrench, 11/16" (17mm)

615 526 0590

615 875 1130 
615 801 0030 
615 801 0320

CP3109-..
CP3109-..ES
CP3119-..
CP3119-..ES

Series 200 collet, ø 1/4" 
(5.55 to 6.35mm)
Exhaust hose 60" (1.5m) 
Flat wrench, 14mm 
Flat wrench, 3/4" (19mm)

615 526 0630

615 875 1130 
615 801 0050 
615 801 0760

CP3019-...CNOMO
CP3019-...ES 
CNOMO

CNOMO collet ø 6mm
Exhaust hose L = 0.8m (31")
Flat wrench, 25/64" (10mm) 
Flat wrench,  7/16" (11mm)

615 526 0460
615 875 1060
615 801 0020
615 801 0030

CP3119-...
CNOMO
CP3119-...ES 
CNOMO

Collet-holder extension 
L = 28mm (1.1") 
CNOMO collet ø 6mm
Exhaust hose L = 1.5m (60")
Flat wrench, 14mm (Qty 2)

615 523 0180

615 526 0490
615 875 1130
615 801 0050

MODEL ITEM DESCRIPTION PART NO.

CP3119-... . Exhaust hose L= 31" (0.8m) 615 875 1130

CP3119-12ES4 1
2
3
4
.
.

4" (100mm) Disc Guard
Rear flange 3/8"
Front flange 3/8"
Locknut
Flat wrench, 9/16" (14.3mm)
Flat wrench, 3/4" (19mm)

615 504 1520
615 503 1310
615 502 0630
615 608 0440
615 801 0740
615 801 0760

CP3119-18ES3
CP3119-15ES3
CP3119-12ES3
CP3119-12ES3X

1
2
3
4
.

3" (80mm) Disc Guard
Rear flange 3/8"
Front flange 3/8"
Locknut
Flat wrench, 9/16" (14.3mm)
Flat wrench, 3/4" (19mm)

615 504 1510
615 503 1250
615 502 0130
615 608 0440
615 801 0740
615 801 0760

CP3119-123X 1
2
3
4
.

3" (80mm) Disc Guard
Rear flange 1/2"
Front flange 1/2"
Locknut
Flat wrench, 3/4" (19mm)

615 504 1510
615 503 1270
615 502 0440
615 608 0450
615 801 0760

CP3119-15ES2 1
2
3
4
.

2-1/2" (63mm) Disc Guard
Rear flange 3/8"
Front flange 3/8"
Locknut
Flat wrench, 11/16" (17mm)
Flat wrench, 9/16" (14.3mm) 

615 504 1500
615 503 1260
615 502 0430
615 608 0440
615 801 0320
615 801 0740

CP3451-.. Exhaust hose 615 432 0110

CP3451-18SE3
CP3451-18SER3

1
2
3
4
.

3" (80mm) Disc Guard
Rear flange
Front flange
Locknut
Flat wrench (2)

615 504 1910
615 503 1620
615 502 0790
615 605 0950
205 049 6453

CP3451-16SE25
CP3451-16SER25

1
2
3
4
.

2-1/2" (63mm) Disc Guard
Rear flange
Front flange
Locknut
Flat wrench (2)

615 504 1890
615 503 1610
615 502 0800
615 605 0950
205 049 6453
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Accessories Die Grinders
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MODEL ITEM DESCRIPTION PART NO.

CP3249-GABSUDE
CP3249-GABSUD

1
2
3
4
.
.

8" (200mm) Disc Guard
Rear flange
Front flange
Locknut
Woodruff key
Flat wrench 1-1/16" (27 mm)

615 504 0780
615 503 0040
615 502 0070
615 608 0060
615 630 0190
615 801 0770 

CP3249-GABSYGE
CP3249-GABSYG

1
2
3
4
.
.

6" (150mm) Disc Guard
Rear flange
Front flange
Locknut
Woodruff key
Flat wrench 

615 504 0790
615 503 0280
615 502 0270
615 608 0060
615 630 0190
615 801 0770

CP3249-GABSYGE
CP3249-GABSYG
FLAP WHEEL

1
2
3
4
.
.
*

6" (150mm) Disc Guard
Rear flange
Front flange
Locknut
Woodruff key
Flat wrench 1-1/16" (27 mm)
Flange supplied with flap wheel. 
To be drilled to fit the diameter of the output shaft of the tool

615 504 0790
615 503 0280
615 502 0270
615 608 0060
615 630 0190
615 801 0770

ColleT
SERIES 200 COLLET SERIES 300 COLLET

MODEL CAPACITY PART NO.

CP3000-3..R/F
CP3000-5..R/F
CP3000-4..R/F
CP3019-..(ES)
CP3030-4..R/F
CP3030-5..R/F
CP3109-..
CP3119-..
CP9113G/ES
CP3451-..
CP3650-120ACC

Collet, ø 1/8" (2.4 to 3.2mm)
Collet, ø 5.2 to 6mm 
Collet, ø 1/4" (5.55 to 6.35mm)
Collet, ø 7.2 to 8mm
Collet, ø 3/8" (8.7 to 9.5mm)

615 526 0610
615 526 0620
615 526 0630
615 526 0640
615 526 0650

MODEL CAPACITY PART NO.

CP3019-..
CP3109-13AC
CP3030-3..R/F

Collet, ø 3/64" (0.4 to 1.2mm)
Collet, ø 5/64" (1.2 to 2mm)
Collet, ø 3/32" (1.7 to 2.5mm)
Collet, ø 1/8" (2.4 to 3.2mm)
Collet, ø 5/32" (3.16 to 3.96mm)
Collet, ø 3/16" (3.95 to 4.75mm)
Collet, ø 7/32" (4.75 to 5.55mm)
Collet, ø 1/4" (5.55 to 6.35mm)

615 526 0520
615 526 0530
615 526 0540
615 526 0550
615 526 0560
615 526 0570
615 526 0580
615 256 0590

MODEL CAPACITY PART NO.

CP875, CP876, CP9105Q-B, CP9106Q-B, CP9108Q-B, CP9110Q-B, CP9111Q-B, CP9112Q-B, 3 mm 205 048 4292
CP9105Q-B, CP9106Q-B, CP9107, CP9108Q-B, 
CP9110Q-B, CP9111Q-B, CP9112Q-B, 

1/4"
6 mm

205 048 4293
C139289

CP9105Q-B, CP9106Q-B, CP9107, CP9108Q-B, 
CP9110Q-B, CP9111Q-B, CP9112Q-B, CP875, CP876

1/8"
1/4"

205 051 6623
C138727

MODEL DESCRIPTION PART NO.

3019-...CNOMO
3019-...ES 
CNOMO

CNOMO collet ø 2.5mm
CNOMO collet ø 3mm 
CNOMO collet ø 3.2mm (1/8")
CNOMO collet ø 4mm (5/32")
CNOMO collet ø 5mm
CNOMO collet ø 6.4mm (1/4")
Complete silencer kit
Silencer
Clippable silencer
Grease gun (capacity 24g - 0.8 oz.)
Grease for bevel gear (1kg - 2.2lb)

615 526 0890
615 526 0440 
615 526 0450
615 526 0900
615 526 0920
615 526 0470
615 396 1010
615 574 0280
615 396 1240
615 990 1490
615 990 1480

MODEL DESCRIPTION PART NO.

3119-...CNOMO
3119-...ES 
CNOMO

Collet-holder extension L = 28mm (1.1") 
CNOMO collet ø 3mm
CNOMO collet ø 6.35mm (1/4")
CNOMO collet ø 8mm
Complete silencer kit
Clamp
Reinforced cloth-lined exhaust hose L = 0.75m (30")
Clippable silencer

615 523 0180
615 526 0480
615 526 0500
615 526 0510
615 396 1660
615 873 1150
615 875 1160
615 396 6550

Accessories INCLUDED

OPTIONAL Accessories

mdi - Manufacturers Distributor, Inc | Phone: (813) 241-4900 | Fax: (813) 571-0422 | www.PneumaticToolSales.com | sales@PneumaticToolSales.com



62

1    2     3    4

5
*

1 2 3 4

5 6 7 8
1 2 3 4 5 6

2 3 41

2 3 41

1 2 3 4 5 6

1 2

3

4

5

Grinding

Accessories & Spares

OPTIONAL Accessories

SILENCERS
MODEL DESCRIPTION PART NO.

CP3019-..(ES)
CP3000-3..R
CP3000-...R
CP3019-..
CP3030-..R

Kit silencer  
Clippable silencer

615 396 1010
615 396 1240 

MODEL ITEM DESCRIPTION PART NO.

CP3109-..
CP3119-..
CP3109-13AC
CP3650-120ACC

1
2

Kit silencer 
Clippable silencer

615 396 1660
615 396 6550

CP3451 3
4
5

Kit silencer
Exhaust hose
Exhaust hose adaptor*

615 574 0760
615 432 0110
615 730 1870

* Needed to fit 3 and 4 on safety lever versions

MODEL DESCRIPTION PART NO.

CP3249-... Kit silencer 615 399 4600

OTHER ACCESSORIES
MODEL ITEM DESCRIPTION PART NO.

CP3119-.. 1
2
3
4
5
 *

Spacer for collet-holder
Series 200 collet holder
Series 200 collet
Series 200 collet nut
Spacer for threaded cone 
wheel 3/8"

615 666 1490
615 523 0230
see page 61
615 607 1440
615 503 5160

Rear flange supplied with tool 615 503 1260 or 615 503 1250

1/4" carbide burrs & rasps
N° DESCRIPTION Part number

1 Burr-Dia 3/8" L 3/4" (19mm) C056721
2 Burr-Dia 3/8" L 1.06" (27mm) C056722
3 Rasps Cylinder KF137769
4 Rasps Ball KF137770
5 Rasps Barrel KF137771
6 Rasps Peb point KF137772

N°
A B Part 

numberin. mm in. mm

1 1/8 3 1/2 13 38122
2 1/8 3 1/2 13 38132
3 1/8 3 5/16 8 38142
4 1/8 3 1/8 3 38152
5 1/8 3 5/16 8 38162
6 1/8 3 5/16 8 38172

Tungsten carbide burrs 3 mm ø shank

N°
MAX 

SPEED*
A B Part 

number
rpm in. mm in. mm

1 59,000 0.62 16 0.62 16 435983
2 50,000 0.79 20 0.62 16 435993
3 45,000 0.79 20 1.10 28 436003
4 48,000 0.79 20 1.26 32 436013

mounted points 6 Mm ø shank - red
N°

A B Part 
numberin. mm in. mm

1 1/4 6 1/2 13 38182
2 1/4 6 5/8 16 38192
3 1/4 6 3/4 19 38202
4 1/4 6 1/4 6 38222
5 3/8 10 3/4 19 36122
6 3/8 10 3/4 19 36132
7 3/8 10 3/4 19 36142
8 3/8 10 3/8 10 38232

Tungsten carbide burrs 6 mm ø shank

N°
MAX SPEED* A B Part 

number
rpm in. mm in. mm

1 104,000 0.19 5 0.19 5 38582
2 104,000 0.19 5 0.31 8 38522
3 105,000 0.16 4 0.16 4 38562
4 81,000 0.25 6 0.25 6 38542

Mounted points 3 mm ø shank - red

Adapter
DESCRIPTION PART NO.

Collet adapter Allows use of 1/8" shank burrs 
(For any 1/4" Collet die grinder) C123029

Hose
MODEL DESCRIPTION PART NO.

CP3000-600CR Hose kit (incl. Inlet hose 
& exhaust hose)

205 054 8473
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DIMENSIONS

DIE GRINDER
L ØA

in mm in mm
CP9104Q 5,23 133 0,59 15
CP3000-600CR 6.0 153 0.59 15
CP876 4,75 121 1,38 35
CP9105Q-B 6,3 160 1,6 40
CP9110Q-B 10,2 260 1,6 40
CP3019 6.6 168 1.26 32
CP3019-..ES 9.8 248 1.26 32
CP3000-3… 5.9 150 1.61 41
CP3000-4… 7,7 196 1.73 44
CP3000-5… 7,6 195 1.73 44
CP9111Q-B 6,3 160 2,6 65
CP9112Q-B 13,4 340 2,8 70
CP860 5,75 146 2,8 70
CP860-ES 12,3 310 2,8 70
CP860E 5,75 146 2,8 70
CP860-ESE 12,3 310 2,8 70
CP9113G 6.7 170 2.6 65
CP9113GES 12.6 320 2.6 65
CP3451..SE. 14.2 361 1.18 30
CP3119-..ES.. 13.3 338 1.26 32
CP3109/3119 8,8 222 1.67 42.5
CP3109/3119 ES 14,2 361 1.71 43.5
CP3119-12EL 23.7 601 1.71 43.5
CP3119-12EXL 33.6 851 1.71 43.5
CP3119 CNOMO 8,8 222 1.67 42.5
CP3119 ES CNOMO 14,3 363 1.71 43.5

DIE GRINDER
L H ØA

in mm in mm in mm

CP9106Q-B 4.7 120 3 76 1.04 26.4
CP9108Q-B 7.9 200 3.07 78 1.04 26.4
CP875 4.88 124 3 76 1.04 26.4
CP3030-3… 6.1 154 4.1 103 1.6 41
CP3030-4… 6.8 174 5.9 143 1.7 43
CP3030-5… 6.8 174 6.3 160 2.1 53
CP3019-...AC 6.5 166 3 76 1.2 30
CP3109-...AC 8.5 216 3 76 1.2 30
CP3650-12ACC 9,4 238 - - 4 102

Straight
L

in mm

CP3119-123X 9.3 236
CP3119-12ES3X 13.3 338
CP3119-12ES4 13.3 338
CP3119-15ES2 13.3 338
CP3119-15ES3 13.3 338
CP3119-18ES3 13.3 338
CP3451-16SE.. 14.2 361
CP3451-18SE.. 14.2 361
CP3249-.. 21.8 554

Model TUNE-UP KIT

CP9104Q 205 050 6623

CP3000-600CR 205 054 8613

CP9105Q-B 894 016 8879

CP9106Q-B 894 016 8880

CP9108Q-B 894 016 8880

CP9111Q-B 894 016 8892

CP9110Q-B 894 016 8879

CP9112Q-B 894 016 8892

CP3000/3030-3.. 205 054 6403

CP3000/3030-4.. 205 054 7863

CP3000/3030-5.. 205 054 7923

CP3019-…AC 205 054 2133

CP9113 205 054 5233

CP3451-… 615 397 3030

CP3650 Series 205 055 6003

Tune-up kits Kits

Part No. 615 195 0104
Kit includes:
- (1) CP9104Q Pencil grinder 
- (5) Mounted points 3mm 
- (5) Carbide burrs 3mm  
- (1) 1/8" and 3mm collets 
- (1) 2.4mm collet

Part No. 615 195 0211
Kit includes:
- �(1) CP9111Q-B  

Die grinder
- (1) 3mm collet
- (5) 6mm mounted points
- (5) 3mm mounted points

Part No. 894 110 8751
Kit includes:
- (1) CP875 Grinder
- (1) 2" (51mm) backing pad
- �(2) 2" (51mm) coarse surface prep pad
- �(2) 2" (51mm) medium surface prep pad
- �(2) 2" (51mm) fine surface prep pad
- (2) 2" (51mm) 50 grit sanding disc
- (2) 2" (51mm) 36 grit sanding disc
- (2) 2" (51mm) 24 grit sanding disc
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CP9122BR

CP9120CR

CP9120CR
CP9120CRN

CP9122CR CP9122BR

CP7500D

CP7500D Kit

Grinding < 0.8 hp (600W) Angle Wheel Grinders 2" to 4.5"

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 3/8" (9.5mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER MAX WHEEL 
CAPACITY

SPINDLE 
THREAD

AIR CONS. 
AT FREE 
SPEED

AIR CONS. 
@LOAD

NET 
WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER AIR INLET

rpm hp W in. mm in. cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP7500D 894 107 5001 22,000 0.2 150 2 50 3/8-24 17.0 8 8.0 3.7 1.2 0.5 5.5 140 19.9 6.7 81 92 1/4"
CP9120CR 615 195 2120 12,000 0.8 600 4 100 3/8-24 21.0 9.9 23.3 11.0 4.1 1.9 9.3 233 5.3 1.6 84 95 1/4"
CP9120CRN 894 109 1200 12,000 0.8 600 4 100 3/8-24 21.0 9.9 23.3 11.0 4.1 1.9 9.3 233 5.3 1.6 84 95 1/4"
CP9122BR 615 195 7222 12,000 0.8 600 4.5 115 5/8-11 21.0 9.9 29.7 14.0 4.2 1.9 9.3 233 8.6 4.6 84 95 1/4"
CP9122CR 615 195 2122 12,000 0.8 600 4.5 115 3/8-24 21.0 9.9 29.7 14.0 4.2 1.9 9.3 233 5.4 1.0 84 95 1/4"

See accessories on pages 76 to 81

Same features as
CP9120-CR with different flanges for the North 
American market only

Same features as CP9120-CR 
with 3/8"-24 spindle thread for 
4.5" (114mm) discs

Same features as CP9120-CR 
with 5/8"-11 spindle thread for 4.5" 
(114mm) discs

FEATURES
-- 4" (100 mm) wheel capacity
-- 0.8 hp (600 W) governed motor
-- Adjustable protective guard
-- Aluminum alloy housing
-- Spiral bevel gears
-- Ergonomic side handle

BENEFITS
-- General Maintenance Applications 
angle wheel grinder
-- Lightweight but rugged housing
-- Durability and performance

Lightweight & easy handling

Part No. 8941075001
Kit includes:
- �(1) 2" (51mm) Angle Grinder /  

Cut-off Tool
- �(3) 2" (51mm) 

grinding wheel 60 Grit
- �(3) 2" (51mm) 

grinding wheel 80 Grit
- �(3) 2" (51mm) 

grinding wheel 120 Grit
- �(5) 2" (51mm) cutting wheel
- (1) Pin wrench
- (1) Spanner
- �(1) Protective glasses

Compact cutting 
& grinding

FEATURES
-- 2" (50 mm) wheel capacity
-- Cut-off tool adapter included
-- Rubber handle grip
-- Lock off safety lever
-- Full 180° protective guard
-- Side exhaust

BENEFITS
-- General Maintenance Applications 
angle wheel grinder
-- Compact and lightweight
-- Versatile: designed for grinding and cutting
-- Ideal for limited space applications

12,000 rpm 22,000 rpm

For CE market 
Not for n.A. market
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CP9121CR

CP9121AR

CP3019-18A3

CP3019-18A3

CP3019-13A4

CP3019-20A3
CP9121BR

CP9121BR

< 0.8 hp (600W) Angle Wheel Grinders 3" to 5"

G
rin

di
ng

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 3/8" (9.5mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER MAX WHEEL 
CAPACITY

SPINDLE 
THREAD

AIR CONS. 
AT FREE 
SPEED

AIR CONS. 
@LOAD

NET 
WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER AIR INLET

rpm hp W in. mm in. cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP3019-13A4 615 160 7050 13,500 0.5 375 4 100 3/8-24 7.4 3.5 17.6 8.3 0.3 0.6 6.4 163 8.6 3.0 79 90 1/4"
CP3019-18A3 615 160 7060 18,000 0.5 375 3 75 3/8-24 10.4 4.9 19.3 9.1 0.2 0.6 6.4 163 12.3 2.6 80 91 1/4"
CP3019-20A3 615 160 7070 20,000 0.5 375 3 75 3/8-24 12.7 6 19.0 9.0 0.2 0.6 6.4 163 13.3 3.2 82 93 1/4"
CP9121BR 615 195 7221 12,000 0.8 600 5 125 5/8-11 21.0 9.9 27.5 13.0 4.6 2.1 9.6 240 8.6 4.6 84 95 1/4"
CP9121CR 615 195 2121 12,000 0.8 600 5 125 3/8-24 21.0 9.9 25.4 12.0 4.6 2.1 9.6 240 11.2 3.4 84 95 1/4"
CP9121AR 615 195 7321 12,000 0.8 600 5 125 M14 21.0 9.9 27.6 13.0 4.6 2.1 9.6 240 6.7 2.2 84 95 1/4"

See accessories on pages 76 to 81

Lightweight 
& easy handling

FEATURES
-- 5" (125 mm) wheel capacity
-- 5/8"-11 spindle thread
-- 0.8 hp (600 W) governed motor
-- Adjustable protective guard
-- Aluminum alloy housing
-- Spiral bevel gears
-- Ergonomic side handle

BENEFITS
-- General Maintenance Applications angle wheel grinder
-- Lightweight but rugged housing
-- Durability and performance

Same features as 
CP9121-BR with 
3/8"-24 spindle thread

Same features as 
CP9121-BR with 
M14 spindle thread

FEATURES
-- 3" (73 mm) wheel capacity
-- 0.5 hp (375 W) governed motor
-- 18,000 rpm free speed
-- Superior durability bevel gear
-- Compact body 
-- Robust steel housing
-- Insulating composite over housing
-- Streamlined safety lever
-- Highly durable bevel gear
-- Rear exhaust

BENEFITS
-- Industrial Maintenance and Production 
Applications angle wheel grinder
-- Superior productivity 
-- High ergonomics
-- Maximal Industrial durability 
up to 2,000 hours

High performance 
in a compact package

Similar features as CP3019-18A3 with 20,000 rpm

Similar features as CP3019-18A3 with 13,500 rpm 
and with 4" wheel capacity

18,000 rpm12,000 rpm
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CP854 E

CP854CP3040GABTIM

CP3040GABTIM
CP3040-GASTIM

CP3109-13A4

CP3109-
13A4ES

Grinding < 0.8 hp (600W) Angle Wheel Grinders 4" & 5"

FEATURES
-- 4" (100 mm) wheel capacity
-- Short body
-- 1 hp (750 W) motor
-- 13,500 rpm free speed
-- Durable bevel gear
-- Robust machined steel housing
-- Robust safety lever
-- Side exhaust

BENEFITS
-- Industrial Maintenance and Production Applications 
angle wheel grinder 
-- High body durability
-- Withstands rough usage
-- Withstands extreme temperatures

Robust steel construction

See accessories on pages 76 to 81

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 3/8" (9.5mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER MAX WHEEL 
CAPACITY

SPINDLE 
THREAD

AIR CONS. 
AT FREE 
SPEED

AIR CONS. 
@LOAD

NET 
WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER AIR INLET

rpm hp W in. mm in. cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP854E T023187 12,000 0.7 525 5 125 M10 16.0 7.5 16.0 7.5 3.7 1.7 9.0 229 4.9 1.5 85 96 1/4"
CP854 T023186 13,000 0.7 525 4 100 3/8-24 24.0 11.3 24.0 11.3 3.7 1.7 9.0 229 4.9 1.5 85 96 1/4"
CP3040GASTIM 615 160 7020 13,500 0.7 520 4 100 3/8-24 32.8 15.5 26.5 12.5 3.7 1.7 10.6 270 9.6 3.3 92 103 3/8"
CP3040GABTIM 615 160 7010 13,500 0.7 520 4 100 3/8-24 32.8 15.5 26.5 12.5 3.3 1.5 8.3 210 7.2 2.4 88 99 3/8"
CP3109-13A4ES 615 160 7040 13,000 0.8 600 4 100 3/8-24 21.0 10 32.0 15.1 1.5 3.3 11.3 287 7.2 2.4 84 95 3/8"
CP3109-13A4 615 160 7030 13,000 0.8 600 4 100 3/8-24 21.0 10 32.0 15.1 1.2 2.6 8.5 217 9.3 3.0 85 96 3/8"

Same features as 
CP854 with 5" 
(125 mm) max wheel  
capacity and M10  
spindle thread

Efficient & durable

FEATURES
-- 4" (100 mm) wheel capacity
-- Powerful 0.6 hp (450 W) high performance motor
-- Aluminum alloy housing, yet lightweight tool
-- Spiral bevel gearing in angle

BENEFITS
-- General Maintenance Applications angle wheel grinder
-- Lightweight but rugged housing
-- Durability and performance

High 
performance

FEATURES
-- 4" (100 mm) wheel capacity
-- 0.8 hp (600 W) governed motor
-- 13,000 rpm free speed
-- Superior durability bevel gear
-- Steel housing
-- Insulating composite over housing
-- Streamlined safety lever
-- Highly durable bevel gear
-- Rear exhaust

BENEFITS
-- Industrial Maintenance and Production 
Applications angle wheel grinder
-- Optimal productivity 
-- Highest durability in demanding applications 
up to 2,000 hours maintenance intervals

Similar features as 
CP3109-13A4 with 
extended shaft

Similar features as CP3040 GABTIM with extended shaft

13,000 rpm13,500 rpm

13,000 rpm
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CP3450-12ACR4

CP3450-12AC45

CP3450-12AC4 CP3450-12AB5

CP3450-12AB5

CP3450-12AB5

CP3450-12AA5

1.1 hp (810W) Angle Wheel Grinders 4" to 5"

G
rin

di
ng

Industrial 
grade angle grinder

FEATURES
-- 4" (100 mm) wheel capacity
-- 1.1 hp (810 W) high torque motor
-- 12,000 rpm free speed
-- 3/8" spindle
-- Aluminium body
-- Constant lubrication bevel gear design
-- Insulating composite cover
-- Robust safety lever
-- Optional low vibration side handle
-- Rear exhaust

BENEFITS
-- Industrial Maintenance and Production 
applications angle wheel grinder
-- High productivity
-- Industrial grade durability up to 1000 hours
-- Light body

Same features as 
CP3450-12AC4 with 4.5" 
(115 mm) max wheel capacity

Same features as 
CP3450-12AC4 with 4" (100 mm) 
max wheel capacity, and rotative 
throttle 
(Not for CE/NA markets)

FEATURES
-- 5" (125 mm) wheel capacity
-- 1.1 hp (810 W) high torque motor
-- 12,000 rpm free speed
-- 5/8" spindle
-- Constant lubrication bevel gear design
-- Aluminium body
-- Insulating composite cover
-- Orientable safety lever
-- Optional low vibration side handle
-- Rear exhaust

BENEFITS
-- Industrial Maintenance and Production 
applications angle wheel grinder
-- High productivity
-- Industrial grade durability up 
to 1000 hours
-- Light body

Industrial grade angle grinder

See accessories on pages 76 to 81

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 3/8" (9.5mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER MAX WHEEL 
CAPACITY

SPINDLE 
THREAD

AIR CONS. 
AT FREE 
SPEED

AIR CONS. 
@LOAD

NET 
WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER AIR INLET

rpm hp W in. mm in. cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP3450-12AB5 615 160 4050 12,000 1.1 810 5 125 5/8-11 38.5 18.2 36.0 17.0 3.7 1.7 9.2 231 8.5 2.8 95 106 3/8"
CP3450-12AA5 615 160 4040 12,000 1.1 810 5 125 M14 38.5 18.2 36.0 17.0 3.7 1.7 9.2 231 8.1 2.9 95 106 3/8"
CP3450-12ACR4 615 160 4020 12,000 1.1 810 4 100 3/8-24 42.8 20.2 36.0 17.0 3.2 1.4 9.2 230 8.1 2.8 93 104 3/8"
CP3450-12AC4 615 160 4010 12,000 1.1 810 4 100 3/8-24 37.7 17.8 36.0 17.0 3.1 1.4 9.2 230 6.5 2.0 93 104 3/8"
CP3450-12AC45 615 160 4030 12,000 1.1 810 4.5 115 3/8-24 38.1 18 36.0 17.0 3.1 1.4 9.2 230 8.3 3.0 93 104 3/8"

Same features as CP3450-12AB5 
with M14 spindle

12,000 rpm 12,000 rpm
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CP3850

P remium Tool

CP3650

Grinding

Engineered 
FOR YOUR 

PRODUCTIVITY

Streamlined and 
ergonomic two 
position safety 
trigger
Non affecting operator’s grip, while 
allows to be positioned above or under 
the housing

Low noise level 
exhaust, with built 
in anti-barking 
valve 
Quiet down to 68 dBA, with its optional 
silencer, the valve prevents dust from 
entering the tool when the motor stops.

Fast and Easy 
Abrasive change
The spindle lock button allows a quicker
abrasive replacement

Great Productivity 
and Durabilitiy
Powerful governed
2.3 hp / 1,700 Watts Motor for the 
maximum torque at the right speed.

Composite 
over-sleeve 
Thermic insulation for operators comfort 
and steady grip for safety

Vibration damping 
side handle
For great operator comfort

AutoBalancer 
(oPtional) 
Compensates abrasive vibration and 
optimizes the contact between the 
abrasive and application for a material 
removal rate increased up to +15%

Unique keyless, 
adjustable on 270° 
robust guard
Allows quick guard adjustment and 
great operator comfort while maintaining 
maximal safety (non available on 4" 
(100 mm) and 6" (150 mm) versions)

SUPER DURABLE SPIRAL BEVEL GEAR 
The spiral shaped teeth of the helical bevel gear and pinion engage 
gradually to reduce vibration and stress of torque transmission 
resulting in up to 2000 hours between service intervals

High 
Productivity

Grinding, sanding
& cutting applications

▌�Powerful CP governed motor offers a higher torque at maximum operating speed, increasing productivity
▌�Excellent power to weight ratio 2.3 HP for  3.4 lbs / 1,700 W for 1.4 kg
▌�Spindle lock button, for single tool abrasive replacement
▌�Autobalancer optimizes contact between abrasive and application, increasing the productivity by 15%

▌ �Foundries, Metalworking
▌ �Shipyards, Rolling stock
▌ ��Oil, Gas & Petrochemical Maintenance 

In cast iron, steel, stainless steel, aluminum, 
composite, magnesium, titanium...

Grinding
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CP3650-120AA5

CP3650-120AA5
CP3650-135AC4FK

CP3650-
120AA45

CP3650-120AB45

CP3650-120AB5

P remium Tool

CP3650-120AB5

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 1/2" (13 mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER MAX WHEEL 
CAPACITY

SPINDLE 
THREAD

AIR CONS. 
AT FREE 
SPEED

AIR CONS. 
@LOAD

NET 
WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER AIR INLET

rpm hp W in. mm in. cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP3650-135AC4FK 615 160 7170 13,500 2.3 1,700 4 100 3/8-24 53.0 25 74.0 35.0 3.4 1.5 9.3 238 16.7 5.0 82 93 3/8"
CP3650-120AB45 615 160 7320 12,000 2.3 1,700 4.5 115 5/8-11 42.0 42 68.0 32.0 3.9 1.7 9.3 238 7.8 4.6 82 93 3/8"
CP3650-120AB5 615 160 7220 12,000 2.3 1,700 5 125 5/8-11 42.0 20 68.0 32.0 3.9 1.7 9.3 238 7.5 2.5 82 93 3/8"
CP3650-120AA45 615 160 7310 12,000 2.3 1,700 4.5 115 M14 42.0 42 68.0 32.0 3.9 1.7 9.3 238 7.8 4.6 82 93 3/8"
CP3650-120AA5 615 160 7210 12,000 2.3 1,700 5 125 M14 42.0 20 68.0 32.0 3.9 1.7 9.3 238 7.1 2.2 82 93 3/8"

2.3 hp (1,700W) Angle Wheel Grinders 4" to 5"

G
rin

di
ng

Superlative performance & ergonomics
-- Industrial Maintenance and Production applications angle wheel grinder
-- Highest durability in demanding applications up to 2,000 hours maintenance intervals
-- Superior torque for maximal productivity
-- Superior ergonomics

The CP3650 Series Benefits

Similar features as 
CP3650-120AB45 with 
M14 spindle

FEATURES
-- 4.5" (115 mm) wheel capacity
-- 5/8"-11 spindle thread
-- 2.3 hp (1,700 W) high performance governed motor
-- 12,000 rpm free speed
-- Superior durability bevel gear
-- Streamlined safety lever
-- Spindle lock button
-- Keyless rotative guard

FEATURES
-- 4" (100 mm) wheel capacity
-- 3/8-24 spindle thread
-- 2.3 hp (1,700 W) high performance governed motor
-- 13,500 rpm free speed
-- Superior durability bevel gear
-- Streamlined safety lever
-- Spindle lock button
-- Auto balancer

FEATURES
-- 5" (125 mm) wheel capacity
-- M14 spindle thread
-- 2.3 hp (1,700 W) high performance 
governed motor
-- 12,000 rpm free speed
-- Superior durability bevel gear
-- Streamlined safety lever
-- Spindle lock button
-- Keyless rotative guard

Similar features as CP3650-120AA5 with 5/8"-11 spindle thread

12,000 rpm

13,500 rpm

12,000 rpm
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CP3650-120AH5VK

CP3650-120AH5VK
CP3650-120AB5VK

CP3650-120AA5VK

CP3650-100AB6VK

CP3650-120AB5VK

P remium Tool

Grinding 2.3 hp (1,700W) Angle Wheel Grinders 5" & 6"

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 1/2" (13mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER MAX WHEEL 
CAPACITY

SPINDLE 
THREAD

AIR CONS. 
AT FREE 
SPEED

AIR CONS. 
@LOAD

NET 
WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER AIR INLET

rpm hp W in. mm in. cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP3650-120AB5VK 615 160 7190 12,000 2.3 1,700 5 125 5/8-11 42.0 20 68.0 32.0 4.2 1.9 9.3 238 4.5 1.1 79 90 3/8"
CP3650-120AH5VK 615 160 7200 12,000 2.3 1,700 5 125 HEX 42.0 20 68.0 32.0 4.3 2.0 9.3 238 4.5 1.1 79 90 3/8"
CP3650-120AA5VK 615 160 7180 12,000 2.3 1,700 5 125 M14 42.0 20 68.0 32.0 4.2 1.9 9.3 238 4.5 2.0 79 90 3/8"
CP3650-100AB6VK 615 160 7300 10,000 2.3 1,700 6 150 5/8-11 42.0 20 68.0 32.0 4.2 1.9 9.3 238 5.2 1.5 79 90 3/8"

See accessories on pages 76 to 81

FEATURES
-- 5" (125 mm) wheel capacity
-- HEX spindle thread
-- 2.3 hp (1,700 W) high performance governed motor
-- 12,000 rpm free speed
-- Superior durability bevel gear
-- Streamlined safety lever
-- Spindle lock button
-- Keyless rotative guard
-- Auto balancer

Superlative performance & ergonomics

Similar features as CP3650-120AH5VK with 5/8" spindle

Similar features as CP3650-120AH5VK with M14 spindle

FEATURES
-- 6" (150 mm) wheel capacity
-- 5/8"-11 spindle thread
-- 2.3 hp (1,700 W) high performance governed motor
-- 10,000 rpm free speed
-- Superior durability bevel gear
-- Streamlined safety lever
-- Spindle lock button
-- Auto balancer

The CP3650 Series Benefits

-- Industrial Maintenance and Production applications angle wheel grinder
-- Highest durability in demanding applications up to 2,000 hours maintenance intervals
-- Superior torque for maximal productivity
-- Superior ergonomics

12,000 rpm 10,000 rpm
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CP9123 CP857

CP857

CP9123

<1.2 (940W) hp Angle Wheel Grinders 7"

Listed specifications are for reference only. Please check documents in each tool.CP857: hose int. 3/8" (9.5mm) - CP9123: hose 5/8" (15mm)- @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER MAX WHEEL 
CAPACITY

SPINDLE 
THREAD

AIR CONS. 
AT FREE 
SPEED

AIR CONS. 
@LOAD

NET 
WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER AIR INLET

rpm hp W in. mm in. cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

CP857 T024387 7,500 1.2 940 7 180 5/8-11 24.0 11.3 24.0 11.3 6.2 2.8 13.1 334 3.9 1.3 102 113 3/8"
CP9123 615 195 9123 7,500 1.1 850 7 180 5/8-11 40.0 18.9 24.0 11.3 7.4 3.4 13.4 340 4.3 1.3 93 104 3/8"

See accessories on pages 76 to 81

G
rin

di
ng

Robust construction

FEATURES
-- 7" (180mm) angle grinder
-- 5/8"-11 spindle thread
-- 1.1 hp (850 W) powerful governed motor
-- Aluminum alloy housing
-- Ergonomic left and right hand side handle
-- Rubber handle grip

BENEFITS
-- General Maintenance Applications angle wheel grinder
-- Rugged housing
-- Durability and performance

FEATURES
-- 7" (178 mm) wheel capacity
-- Powerful 1.3 hp (938 W) high performance motor
-- Aluminum alloy housing, yet lightweight tool
-- Spiral bevel gearing in angle

BENEFITS
-- General Maintenance Applications angle wheel grinder
-- Rugged housing
-- Durability

Powerful & durable

7,500 rpm 7,500 rpm

mdi - Manufacturers Distributor, Inc | Phone: (813) 241-4900 | Fax: (813) 571-0422 | www.PneumaticToolSales.com | sales@PneumaticToolSales.com



72

CP3850CP3850

P remium Tool

Grinding

THE ULTIMATE 
MATERIAL 
REMOVAL 

TOOL

Grinding, sanding
& cutting applications

High 
Productivity

Ergonomic DOUBLE 
action SAFETY Lever
Durable solution eases tool’s grip, and 
reduces risk of mishandling

360° air exhaust 
muffler
integrated
Improves operator comfort and extends 
constant use keeping the noise level, as 
low as 84 dB(A)

Fast and easy disc 
change
The spindle lock button allows a quicker
abrasive replacement

superior Comfort
Curved design positions operator’s wrist 
straight to ease holding position

Multi-position guard
The 220° multi-position robust guard 
provides durable operator protection, 
flexibility and comfort

Multi-position 
vibration damping 
side handle
Adjustable 360° side handle, left and 
right, for greater operator comfort

AutoBalancer (oPtional) 
NOT FOR ANSI MARKET
Compensates abrasive vibration and 
optimizes the contact between the abrasive 
and application for a material removal rate 
increased up to +15%

Low profile angle 
head 
Allows grinding in restricted areas and 
improves operator’s view on abrasive

SUPER DURABLE SPIRAL BEVEL GEAR 
The spiral shaped teeth of the helical bevel gear and pinion engage 
gradually to reduce vibration and stress of torque transmission 
resulting in up to 2000 hours durability between service intervals

CP Magnet
Collects debris and 
extends life of bevel gear

▌�Powerful CP governed motor offers a higher torque at maximum operating speed, increasing productivity
▌�Highest power to weight ratio 2.8 hp for 5.1 lbs / 2,100 W for 2.7 kg
▌�Spindle lock button, for single tool abrasive replacement
▌�Autobalancer optimizes contact between abrasive and application, increasing the productivity by 15%

▌ �Foundries, Metalworking
▌ �Shipyards, Rolling stock
▌ �Oil, Gas & Petrochemical Maintenance
▌ �Composite materials
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CP3850-60AB9V

CP3850-77AB7V

CP3850-85AB7V

CP3850-85AB7V

CP3850-60AB9V

P remium Tool

2.8 hp (2,100W) Angle Wheel Grinders 7" & 9"

G
rin

di
ng

See accessories on pages 76 to 81

MODEL PART NUMBER
FREE 

SPEED POWER MAX WHEEL 
CAPACITY

SPINDLE 
THREAD

AIR CONS. 
AT FREE 
SPEED

AIR CONS. 
@LOAD

NET 
WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER AIR INLET

rpm hp W in. mm in. cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

For ANSI NA market
CP3850-77AB7V 615 170 4960 7,700 2.8 2,100 7 180 5/8-11 33.0 16 69.0 32.0 6.6 3.0 13.4 340 5.3 1.1 84 95 1/2"
CP3850-85AB7V 615 160 7440 8,500 2.8 2,100 7 180 5/8-11 36.0 17 77.0 36.0 6.6 3.0 13.4 340 5.7 1.1 87 98 1/2"

CP3850-60AB9V 615 160 7340 6,000 2.8 2,100 9 230 5/8-11 44.0 21 80.0 38.0 7.0 3.2 13.4 340 6.8 1.1 93 104 1/2"

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 5/8" (15 mm) - @90 PSI (@6.3 Bar)

FEATURES
-- 9" (230 mm) wheel capacity
-- 2.8 hp (2,100 W) high performance governed motor
-- 6,000 rpm free speed
-- Low profile angle head
-- Superior durability bevel gear
-- Curved handle housing
-- Double action safety lever
-- Integrated silencer
-- Orientable exhaust
-- Spindle lock button
-- Vibration damping multi-position side handle
-- ANSI certification / not for CE Markets

FEATURES
-- 7" (180 mm) wheel capacity
-- 2.8 hp (2,100 W) high performance governed motor
-- 8,500 rpm free speed
-- Low profile angle head
-- Superior durability bevel gear
-- Curved handle housing
-- Double action safety lever
-- Integrated silencer
-- Orientable exhaust
-- Spindle lock button
-- Vibration damping multi-position 
side handle
-- ANSI certification / 
not for CE Markets

Superlative performance & ergonomics

same features as CP3850-85AB7V with 7,700 rpm

-- Industrial Maintenance and Production applications angle wheel grinder
-- Highest durability in demanding applications 
up to 2,000 hours maintenance intervals
-- Superior torque for maximum productivity
-- Superior ergonomics

The CP3850 Series Benefits

6,000 rpm
8,500 rpm
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CP3850-85AB7VE

CP3850-85AB7VE
CP3850-85AH7VE

CP3850-65AB9VE

CP3850-
65AH9VE

CP3850-65AB9VE

P remium Tool

2.8 hp (2,100W) Angle Wheel Grinders 7" & 9"Grinding

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 5/8" (15mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER MAX WHEEL 
CAPACITY

SPINDLE 
THREAD

AIR CONS. 
AT FREE 
SPEED

AIR CONS. 
@LOAD

NET 
WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER AIR INLET

rpm hp W in. mm in. cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

For CE market
CP3850-85AB7VE 615 170 4920 8,500 2.8 2,100 7 180 5/8-11 36.0 17 77.0 36.0 6.4 2.9 13.4 340 5.7 1.1 87 98 1/2"
CP3850-85AH7VE 615 170 4930 8,500 2.8 2,100 7 180 HEX 36.0 17 77.0 36.0 5.9 2.7 13.3 340 5.4 1.0 93 104 1/2"
CP3850-65AB9VE 615 170 4940 6,500 2.8 2,100 9 230 5/8-11 44.0 21 80.0 38.0 5.9 2.7 13.4 340 5.7 1.1 93 104 1/2"
CP3850-65AH9VE 615 170 4950 6,500 2.8 2,100 9 230 HEX 44.0 21 80.0 38.0 6.4 2.9 13.3 340 5.4 1.0 93 104 1/2"

See accessories on pages 76 to 81

FEATURES
-- 7" (180 mm) wheel capacity
-- 2.8 hp (2,100 W) high performance governed motor
-- 8,500 rpm free speed
-- Low profile angle head
-- Superior durability bevel gear
-- Curved handle housing
-- Double action safety lever
-- Integrated silencer
-- Orientable exhaust
-- Spindle lock button
-- Auto balancer
-- Vibration damping 
multi-position side handle
-- CE certification / not for 
North American Market

Superlative performance & ergonomics

Similar features as CP3850-85AB7VE with Hex spindle

FEATURES
-- 9" (230 mm) wheel capacity
-- 2.8 hp (2,100 W) high performance governed motor
-- 6,500 rpm free speed
-- Low profile angle head
-- Superior durability bevel gear
-- Curved handle housing
-- Double action safety lever
-- Integrated silencer
-- Orientable exhaust
-- Spindle lock button
-- Auto balancer
-- Vibration damping multi-position side handle
-- CE certification / not for North American Market

Similar features as 
CP3850-65AB9VE 
with Hex spindle

The CP3850 Series Benefits

-- Industrial Maintenance and Production applications angle wheel grinder
-- Highest durability in demanding applications up to 2,000 hours maintenance intervals
-- Superior torque for maximum productivity
-- Superior ergonomics

8,500 rpm 6,500 rpm
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CP3349-SALAVADE

CP3349-SALAVADE

CP3349-SALAVELE

CP3349-SALAVETE

CP3349-SALAVEL

CP3349-SALAVET

P remium Tool

4 hp (3,000W) Vertical Wheel Grinders 6" to 9"

G
rin

di
ng

Listed specifications are for reference only. Please check documents in each tool.All models: Hose int. 5/8" (15mm) - @90 PSI (@6.3 Bar)

MODEL PART NUMBER
FREE 

SPEED POWER MAX WHEEL 
CAPACITY

SPINDLE 
THREAD

AIR CONS. 
AT FREE 
SPEED

AIR CONS. 
@LOAD

NET 
WEIGHT LENGTH VIBRATION LEVEL 

ISO 28927 (m/s2)
SOUND 
PRESS.

SOUND 
POWER AIR INLET

rpm hp W in. mm in. cfm l/s cfm l/s lb kg in. mm a k iso 15744 - dB(A)

For ANSI NA Market
CP3349-SALAVEL 615 160 9070 6,500 4.0 3,000 9 230 5/8-11 27.0 13 93.0 44.0 9.7 4.4 11.0 280 4.0 NA 87 98 1/2"
CP3349-SALAVET 615 160 9080 6,000 4.0 3,000 6 150 5/8-11 25.0 12 91.0 43.0 9.7 4.4 11.0 280 2.5 - 84 95 1/2"
For CE Market
CP3349-SALAVADE 615 160 9110 7,700 4.0 3,000 7 180 5/8-11 40.0 19 97.0 46.0 9.2 4.2 11.0 280 4.6 NA 88 99 1/2"
CP3349-SALAVETE 615 160 9150 6,000 4.0 3,000 6 150 5/8-11 25.0 12 91.0 43.0 9.7 4.4 11.0 280 2.5 - 84 95 1/2"
CP3349-SALAVELE 615 160 9130 6,500 4.0 3,000 9 230 5/8-11 27.0 13 93.0 44.0 9.7 4.4 11.0 280 4.0 NA 87 98 1/2"

For CE market

FEATURES
-- 9" (230 mm) wheel capacity
-- 4 hp (3,000 W) high performance 
governed motor
-- 6,500 rpm free speed
-- Robust housing
-- Built-in lubricant tank
-- Double action safety lever
-- Overspeed prevention device included
-- ANSI compliant for NA markets

Superlative performance in heavy applications

FEATURES
-- 6" (150 mm) cup wheel capacity
-- 4 hp (3,000 W) high performance 
governed motor
-- 6,000 rpm free speed
-- Robust housing
-- Built-in lubricant tank
-- Double action safety lever
-- Overspeed prevention device included
-- ANSI compliant for NA markets

FEATURES
-- 7" (180 mm) wheel capacity
-- 4 hp (3,000 W) high performance 
governed motor
-- 7,700 rpm free speed
-- Robust housing
-- Built-in lubricant tank
-- Double action safety lever

See accessories on pages 76 to 81

-- Industrial Maintenance and Productionapplications vertical wheel grinder
-- Highest durability in demanding applications up to 2,000 hours
-- Superior torque for maximal productivity

The CP3349 Series Benefits

For CE market

6,500 rpm 7,700 rpm

6,000 rpm
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Accessories & Spares

MODEL ITEM DESCRIPTION Part number

CP7500

2" Grinding wheel 60 Grit (5 PC) 20,000 (max speed)
2" Grinding wheel 80 Grit (5 PC) 20,000 (max speed)
2" Grinding wheel 120 Grit (5 PC) 20,000 (max speed)
Pin wrench
Spanner
Nuts
2" Cutting wheel 20,000 (max speed)

894 016 2768
894 016 2769
894 016 2770
894 016 2763
894 016 2759
894 016 2765
894 016 4490

CP9120CR

4" (100 mm) Disc Guard
Flange
Flange Nut
Spanner
Pin wrench
Side Handle

205 048 4873
205 048 4883
205 048 4893
205 048 4993
205 048 5003
205 048 5013

CP9120CRN
Rear Flange (3/8"-24 )
Front Flange nut (3/8"-24)
Flange nut (3/8"-24)

205 055 6483
205 055 6493
205 055 6513

CP9122BR/CR

4-1/2" (114 mm) Disc Guard
Flange for 3/8"-24UNF
Flange for 5/8"-11UNF
Flange Nut for 3/8"-24UNF
Flange Nut for 5/8"-11UNF
Spanner
Pin Wrench
Side Handle

205 053 4023
205 053 3943
615 503 1600
205 053 3973
615 502 0780
205 053 4033
205 048 6673
205 052 4063

CP9121CR/BR/AR

5" (125 mm) Disc Guard
Flange for M14x2
Flange for 3/8"-24UNF
Flange for 5/8"-11UNF
Flange Nut for M14x2
Flange Nut for 3/8"-24UNF
Flange Nut for 5/8"-11UNF
Spanner
Pin Wrench
Side Handle
Complete Sanding kit ø125 mm
thread pad 3/8" x24UNF

205 053 4013
615 503 1590
205 053 3943
615 503 1600
615 502 0770
205 053 3973
615 502 0780
205 053 4033
205 048 6673
205 052 4063
205 049 8533

CP3019-..A3
CP3019-..A3

1
2
3
4
.
.

Exhaust hose L= 31" (0.8m)
3" (76mm) Disc Guard
Flange
Flange
Pin Wrench
Flat wrench 7/16" (11mm)

615 875 1060
615 504 1550
615 502 0640
615 503 1440
615 802 0080
615 801 0030

CP9123

Disc Guard
Flange
Flange Nut
Spanner
Hex. Key Wrench
Wheel retainter, nut
Wrench stop spanner
Wrench spanner
Side handle

205 050 0973
205 050 0963
205 050 0983
205 050 1193
205 050 1213

KF142108
C136927

KF141865
C136901

CP9111Q-B, CP9112Q-B Double Ended Spanner
Spanner

205 049 6453
205 049 6443

CP9105Q-B, CP9106Q-B,
CP9107, CP9108Q-B Spanner (2) CA144807

CP854

1
2
3
4
.
.
.
.

4" (100mm) Disc Guard
Nut
Wheel adapter
Wheel retainter, nut
Wrench stop spanner
Wrench wheel spanner
Wrench 5/8" open end
Side handle

C136898
C138512
C128495
C050588
C136927
C136926
C139702
C136901

CP854E
1
2
.

5" (125mm) Disc Guard
Nut
Wheel adapter

C136898
C138512

KF141861

CP857

1
.
.
2

7" (180mm) Disc Guard
Wrench-spindle
Wrench -3/8 Hex
Adapter

C139081
C141027
P084363
C087920

INCLUDED Accessories

For 3/8" hole disc

Grinding
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Accessories & Spares

INCLUDED Accessories

CP3450-12AA5 1
2
3
4

5" (125mm) Disc Guard
Rear flange M14
Flange nut M14	
Screw lock

615 504 1860
615 503 1590
615 502 0770
615 614 0900

CP3450-12AC45 1
2
3
4

4.5" (115mm) Disc Guard
Rear flange 3/8"	
Flange nut 3/8"	
Screw lock 

615 504 2030
205 053 3943
205 053 3973
615 614 0900

MODEL DESCRIPTION PART NO.

CP3450-.. Side handle
Exhaust kit	

205 052 4063
205 054 1503

CP3450-12AB5 1
2
3
4

5" (125mm) Disc Guard
Rear flange 5/8"
Flange nut 5/8"	
Screw lock

615 504 1860
615 503 1600
615 502 0780
615 614 0900

CP3450-12AC4
CP3450-12AC4R

1
2

4" (100mm) Disc Guard
Flange (2)
Flat wrench
Pin wrench

615 504 1880
615 606 0430
205 048 4230
205 048 5003

MODEL ITEM DESCRIPTION PART NO.

CP3040-GABTIM
CP3040-GASTIM

1
2
3
4
5
.
.
.
.
.

ø 4" (100mm) Guard Disc
Rear flange 3/8"
Rear flange 5/8"
Flange nut 3/8"
Flange nut 5/8"
Spanner Wrench (for 3/8" flange)
Pin Wrench (for 3/8" flange)
Spanner Wrench (for 3/8" flange)
Spanner Wrench (for 5/8" flange)
Pin wrench (for 5/8" flange)

205 054 5213
205 054 4263
205 055 2633
205 054 4273
205 055 2643
205 054 4293
205 054 4283
205 054 4303
205 055 2953
205 055 2943

CP3019-..A3
CP3019-..A4

1
2
2
3
4
5
.
.

Exhaust hose L= 31" (0.8m)
3" (76mm) Disc Guard (A3)
4" (100mm) Disc Guard (A4)
Flange 
Flange
Rear flange
Pin Wrench
Flat Wrench 7/16" (11mm)

615 875 1060
615 504 1550
615 504 1600
615 606 5150
615 502 0640
615 503 1440
615 802 0080
615 801 0030

CP3109-13A4ES
CP3109-13A4

1
2
3
4
5
.
.

Exhaust hose L= 60" (1.5m)
4" (100mm) Disc Guard
Flange 
Flange
Rear Flange 
Pin Wrench
Flat Wrench 7/16" (11mm)

615 875 1130
615 504 1600
615 606 5150
615 502 0640
615 503 1440
615 802 0080
615 801 0030

Flat wrench: 205 048 4230 / Pin wrench: 205 048 6673 / Hex wrench: 895 101 1464

Flat wrench: 205 048 4230 / Pin wrench: 205 048 5003 / Hex wrech: 895 101 1464

Flat wrench: 205 048 4230 / Pin wrench: 205 048 6673 / Hex wrench: 895 101 1464

Ac
ce

ss
or

ie
s 

An
gl

e 
G

rin
de

rs

For 3/8" & 5/8" hole disc

For 3/8" & 5/8" hole disc
3/8" 3/8" 3/8" or 5/8"

For 3/8" & 5/8" hole disc
3/8" 3/8" 3/8" or 5/8"

For 7/8" 
hole disc 

For 7/8" 
hole disc 

For 7/8" 
hole disc 

For 5/8" 
hole disc 

Accessories Angle Grinders
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Accessories

INCLUDED Accessories

MODEL ITEM DESCRIPTION PART NO.

CP3650-120AB5VK 1
2
3
4
.
.

5" (127 mm) Multi-position guard
Auto balancer
Front flange
Safety screw
Pin wrench 1-3/8" (35 mm)
Hexagon wrench 1/4" A/F (6.35 mm)

615 504 1930
615 990 1810
615 502 0670
615 614 0760
615 802 0100
615 802 0570

MODEL ITEM DESCRIPTION PART NO.

CP3650-120AH5K 1
2
3
4
.

Multi-position guard
Rear flange
Front flange
Safety screw
Hexagon wrench 6 mm

615 504 1970
615 503 1240
615 502 0620
615 616 1010
615 802 0560

MODEL ITEM DESCRIPTION PART NO.
CP3650-100AB6VK 1

2
3
4
.
.

6" (150 mm) Disc Guard
Auto balancer
Front Flange
Safety screw
Pin wrench 1-3/8" (35 mm)
Hexagon wrench 1/4" A/F (6.35 mm)

615 504 2020
615 990 1810
615 502 0670
615 614 0760
615 802 0100
615 802 0570

MODEL ITEM DESCRIPTION PART NO.
CP3650-120AB45
CP3650-120AB5

1

1

2
3
4
.
.

4.5" (115 mm) 
Multi-position guard (AB45)
5" (127 mm) 
Multi-position guard (AB5)
Rear flange
Front flange
Safety screw
Pin wrench 1-3/8" (35 mm)
Hexagon wrench 1/4" A/F (6.35 mm)

615 504 1980

615 504 1970

615 503 1410
615 502 0670
615 614 0760
615 802 0100
615 802 0570

MODEL ITEM DESCRIPTION PART NO.
CP3650-120AA45
CP3650-120AA5

1
1
2
3
4
.
.

4.5" (115 mm) Multi-position guard (AA45)
5" (127 mm) Multi-position guard (AA5)
Rear flange
Front flange
Safety screw
Pin wrench 1-3/8" (35 mm)
Hexagon wrench 1/4" A/F (6.35 mm)

615 504 1980
615 504 1970
615 503 1340
615 502 0660
615 614 0760
615 802 0100
615 802 0570

MODEL ITEM DESCRIPTION PART NO.

CP3650-120AA5VK 1
2
3
4
.
.

5" (127 mm) Multi-position guard
Auto balancer
Front flange
Safety screw
Pin wrench 1-3/8" (6.35 mm)
Hexagon wrench 1/4" A/F (6.35 mm)

615 504 1930
615 990 1810
615 502 0660
615 614 0760
615 802 0100
615 802 0570

1

1

1 1

2

2

3

3
4

4

2
3
4

2
3
4

150 mm (6 ) 150 mm (6 )

1

2

3
4

MODEL ITEM DESCRIPTION PART NO.
CP3650-120AA5VK
CP3650-120AB5VK
CP3650-120AH5VK
CP3650-100AB6VK

1
2
3

Silencer kit
Vibration-damping side handle
Hose clamp

615 396 1660
615 576 0660
615 263 0240

MODEL ITEM DESCRIPTION PART NO.

CP3650-120AA5
CP3650-120AB5
CP3650-120AA45
CP3650-120AB45

.
1
2
3

3/8" air hose nipple for 1/2" (13 mm) ID hose
Hose clamp
Exhaust hose
Side handle

615 704 0270
615 263 0240
615 875 1130
615 576 0380

Grinding
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Accessories Angle Grinders
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Accessories

MODEL ITEM DESCRIPTION PART NO.

CP3850-... .
.

Vibration-damping side handle
1/2" Air hose nipple, 5/8" (16 mm) ID hose

615 576 0660
615 704 0140

MODEL ITEM DESCRIPTION PART NO.

CP3349-... . 1/2" Air hose nipple, 5/8" (16 mm) ID hose 615 704 0140

MODEL ITEM DESCRIPTION PART NO.
CP3850-85AB7VE
CP3850-65AB9VE

1
1
2
3
4
.
.

7" (180 mm) Disc Guard (AB7VE)
9" (230 mm) Disc Guard (AB9VE)
Auto balancer
Front Flange
Safety screw
Pin wrench 1-3/8" (35 mm)
Hexagon wrench

615 504 2115
615 504 2125
615 990 1810
615 502 0670
615 614 0760
615 802 0100
615 802 0560 

MODEL ITEM DESCRIPTION PART NO.
CP3850-77AB7V
CP3850-85AB7V

1
2
3
4
.

7" (180 mm) Disc Guard
Rear Flange
Nut 5/8"
Safety screw
Hexagon wrench 6 mm

615 504 2135
615 503 1530
615 608 0490
615 614 0340
615 802 0560

MODEL ITEM DESCRIPTION PART NO.
CP3349-SALAVELE 1

2
3
4
.
. 
.

9" (230 mm) Disc Guard
Rear flange
Nut
Locknut
Pin Wrench 1-3/8" (35 mm)
Flat wrench 1-1/16" (27 mm)
Hex. key

615 504 1830
615 503 1030
615 542 1040
615 614 0340
615 802 0100
615 801 0770
615 802 0560

MODEL ITEM DESCRIPTION PART NO.
CP3349-SALAVETE 1

2
3
.
.

6" (150mm) Disc Guard
Rear flange
Locknut
Flat wrench 1-1/16" (27 mm)
Hex. key

615 504 1810
615 503 1160
615 614 0340
615 801 0770
615 802 0560

MODEL ITEM DESCRIPTION PART NO.
CP3850-60AB9V 1

2
3
4
.

9" (230 mm) Disc Guard
Rear Flange
Nut 5/8"
Safety screw
Hexagon wrench 6 mm

205 055 9613
615 503 1530
615 608 0490
615 614 0340
615 802 0560

MODEL ITEM DESCRIPTION PART NO.
CP3349-SALAVADE 1

2
3
4
.
. 
.

7" (180mm) Disc Guard
Rear flange
Nut
Locknut
Pin Wrench 1-3/8" (35 mm)
Flat wrench 1-1/16" (27 mm)
Hex. key

615 504 1820
615 503 1030
615 542 1040
615 614 0340
615 802 0100
615 801 0770
615 802 0560

MODEL ITEM DESCRIPTION PART NO.
CP3850-85AH7VE
CP3850-65AH9VE

1
1
2
3
4
.
.

7" (180 mm) Disc Guard (AH7VE)
9" (230 mm) Disc Guard (AH9VE)
Auto balancer (AH7VE)
Rear Flange
Front Flange
Pin wrench 1-3/8" (35 mm)
Hexagon wrench

615 504 2115
615 504 2125
615 990 1940
615 503 1640
615 502 0850
615 802 0100
615 802 0560
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OPTIONAL Accessories

COLLET HOLDER

GREASE GUN

MODEL DESCRIPTION PART NO.

CP3450-12AC.. Collet holder
Collet nut
Collet 1/4"

615 990 1900
615 607 1540
615 526 0630

OTHER ACCESSORIES

AUTO-BALANCER

MODEL DESCRIPTION PART NO.

CP3450-. Low Vibration handle
Exhaust hose adapter
Overhose	

615 576 0780
615 730 1870
205 054 7523

SILENCERS

MODEL ITEM DESCRIPTION PART NO.
CP3019-.. 1

2
Silencer Kit
Clippable silencer

615 396 1010
615 396 1240

CP3109-.. 3
4

Silencer Kit
Clippable silencer

615 396 1660
615 396 6550

CP3450 3 Silencer Kit 615 574 0760

Exhaust hose

PAD
MODEL DESCRIPTION PART NO.

CP3450-12AC4 
AC45

Backing pad ø 4" (100mm) 
with nut 3/8"

615 990 1900

CP3450-12AA5/
AB5

Backing pad ø 5" (125mm) 
with nut 5/8" & M14

615 990 1910

MODEL DESCRIPTION PART NO.

CP3109-.. Reinforced cloth-lined exhaust 
hose L= 30" (0.75m)

615 875 1160

MODEL DESCRIPTION PART NO.

CP3349-SALAVADE/
CP3349-SALAVELE

Auto-balancer 615 503 1460

MODEL DESCRIPTION PART NO.

CP3450-.. Grease gun 
(capacity 0.8 oz - 24g)  

615 990 1490

MODEL ITEM DESCRIPTION PART NO.
CP3650-.. 1

2
3
4
5

6
7
..

Silencer kit
Vibration-damping side handle
Hose clamp
Clippable silencer
Reinforced cloth-lined exhaust 
hose L=30" (0.75mm)
Grease gun include 24g
Grease for bevel gear (1kg)
Blades kit (x100)

615 396 1660
615 576 0660
615 263 0240
615 396 9570
615 875 1160

615 990 1490
615 990 1480
615 434 0640

MODEL ITEM DESCRIPTION PART NO.
CP3650-..
ø127 (5")
Diamond disc

A
1
2
3
3
4
4
5
5
.   

Dust extraction Kit
Manifold cutting with screws
Goble cover plate complete
Spacer 6mm - Hole 14mm
Spacer 6mm - Hole 16mm
Spacer for M14 spindle
Spacer for 5/8” spindle
Flange nut M14
Flange nut 5/8”
Pin key

615 397 8300
615 504 2170
615 504 2180
615 643 0920
615 643 0910
615 643 0890
615 643 0900
615 606 0460
615 606 0450
615 802 0670

Grinding

Accessories & Spares

Tune-up kits

Model TUNE-UP KIT

CP9120CR 2050 504 823

CP9122BR 2050 504 823

CP9122CR 2050 504 823

CP9121BR 2050 504 823

CP9121CR 2050 504 823

CP9121AR 2050 504 823

CP9123 2050 503 733

CP3040 205 054 5223

CP854 C138089

CP3109-13A4 2050 541 673

CP3109-13A4ES 2050 541 663

CP3450-.. 6153 973 030

CP3650 Series 2050 556 003

CP3850 Motor Service Kit 2050 553 543

CP3850 Spindle Service Kit 2050 553 553

CP3850 Global Service Kit 2050 553 433
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OPTIONAL Accessories

DIMENSIONS

MODEL ITEM DESCRIPTION PART NO.
CP3850-77ABVE
CP3850-85ABVE

1
2
3
4
5
.
.
.

Nut
Rear flange balancer
Safety screw
Grease gun
Grease for bevel gear (1kg)
Pin spanner 1-3/8" (35 mm)
Flat spanner
Hexagon wrench 6 mm

615 542 1040
615 503 1460
615 614 0340
615 990 1490
615 990 1480
615 802 0100
615 801 0770
615 802 0560

MODEL ITEM DESCRIPTION PART NO.

CP3850-77AB7V
CP3850-85AB7V
CP3850-60AB9V

1 Wheel adapter C087920

MODEL ITEM DESCRIPTION PART NO.

CP3850-77AB7V
CP3850-85AB7V
CP3850-60AB9V

1
2
3
.
.
.

Rear Flange
Nut
Safety screw
Pin Spanner 1-3/8" (35 mm)
Flat spanner
Hexagon wrench 6 mm

615 503 1030
615 542 1040
615 614 0340
615 802 0100
615 801 0770
615 802 0560

Type 27 and 42

Type 27 - 41 and 42

1

1

1
3

4 5

2

2

3

4

1

2

3

5

Type 27 and 42

Type 27 - 41 and 42
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1
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Accessories

angle GRINDER
L A H

in mm in mm in mm
CP7500D 5.5 140 2.52 64 1.04 26.4
CP3040GABTIM 8.3 210 3.5 90 2.6 65
CP3040GASTIM 10.6 270 3.5 90 2.6 65
CP9120CR 9.3 233 1.58 40 1.02 26
CP9120CRN 9.3 233 1.58 40 1.02 26
CP9122BR 9.3 233 1.58 40 1.02 26
CP9122CR 9.3 233 1.58 40 1.02 26
CP9121CR 9.6 240 1.58 40 1.02 26
CP9121BR 9.6 240 1.58 40 1.02 26
CP9121AR 9.6 240 1.58 40 1.02 26
CP854 9 229 1.58 40 1.02 26
CP854E 9 229 1.58 40 1.02 26
CP3019-..A. 6.4 163 2.68 68 0.59 15
CP3109-..A4 8.5 217 2.68 68 0.59 15
CP3109-..A4ES 11.3 287 2.68 68 0.59 15

angle GRINDER
L A H

in mm in mm in mm
CP3450-12A.. 9.1 231 4.6 117
CP3650-..AC4 9.4 238 1.05 26.8 3.5 88
CP3650-..AB/AA..45/5 9.4 238 1.05 26.8 3.4 87
CP3650-..AB/AA..VK 9.4 238 1.05 26.8 3.6 93
CP3650-..AB6.. 9.4 238 1.05 26.8 3.7 93
CP9123 13.4 340 1.34 34 5.5 140
CP857 13.1 334 1.34 34 5.5 140
CP3850-77AB7V 13.1 334 1.14 29 4.8 122
CP3850-..AB9V 13.1 334 1.14 29 4.8 122
CP3850-..AB7VE/AH7VE 13.1 334 1.14 29 4.2 107
CP3850-..AB9VE/AH9VE 13.1 334 1.14 29 4.2 107
CP3349-SALAVADE 7.5 189
CP3349-SALAVELE 7.5 189
CP3349-SALAVETE 8.2 207
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