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Hoses
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kChicago Pneumatic offers the highest quality of PVC, Rubber and Polyurethane hoses in 
the Industrial Line to cover the different needs of applications with Power Tools 
 
In addition to this, the EFFI series is designed with special features such as low weight and 
flexibility, to meet the highest ergonomic demands, as well as antistatic for applications 
with ESD demands.

EFFI Series

EFFI PVC ESD HOSES 

EFFI PVC HOSES
DIMENSIONS

(IDxOD) LENGTH MAX WORKING
PRESSURE AIR FLOW  

WEIGHT
PER 98 ft /30m PART

NUMBER
in. ID mm ft m PSI (bar)

1/4 6x9 98.5 30 261 (18) 8.5 4.0 2.6 1.2 615 810 8470

5/16 8x10.5 98.5 30 261 (18) 15.9 7.5 3.7 1.7 615 810 8480

3/8 10x13 98.5 30 203 (14) 27.6 13 4.6 2.1 615 810 8490

1/2 13x16.5 98.5 30 188 (13) 44.5 21 6.6 3.0 615 810 8500

5/8 16x21 98.5 30 159 (11) 91.1 43 11.9 5.4 615 810 8510

3/4 20x24 98.5 30 159 (11) 159 75 12.8 5.8 615 810 8520

1 25x31 98.5 30 145 (10) 265 125 22.9 10.4 615 810 8530

CP EFFI is a unique premium line of hoses designed with special features such as antistatic, extreme low weight, resistance and durability that will help 
the operator to maximize the tool productivity.

EFFI MAX HOSES

DIMENSIONS
(IDxOD) LENGTH MAX WORKING

PRESSURE AIR FLOW WEIGHT
PER 65.6 ft /20m PART

NUMBER
in. ID mm ft m PSI (bar)

3/8 9.5x12.5 65.6 20 27.6 13 6.4 2.9 894 016 9921

1/2 13x18.6 65,6 20 232 (16) 44.5 21 8.6 3.9 615 810 9000

5/8 16x22.5 65,6 20 232 (16) 91.1 43 10.6 4.8 615 810 9010

3/4 20x26.1 65,6 20 232 (16) 159 75 11.9 5.4 615 810 9020

Aimed to electrostatic sensitive devices manufacturers 
(electronics, radio, communication fields..)
- Antistatic 
- Silicone free
- Extra flexible

Aimed to generic assembly applications
- Low weight 
- Silicone free
- Ergonomic
- Extremely soft and flexible

Aimed to generic grinding applications
- Exteme low weight
- Antistatic
- Rubber hose
- Soft and flexible
- Welding spatter resistant

DIMENSIONS
(IDxOD) LENGTH MAX WORKING

PRESSURE* AIR FLOW  WEIGHT
PER 98 ft /30m PART

NUMBER
in. ID mm ft m PSI (bar)

1/4 6x11 98.5 30 145 (10) 8.5 4.0 5.1 2.3 615 810 8430

5/16 8x12 98.5 30 130 (9) 15.8 7.5 5.7 2.6 615 810 8440

3/8 10x14 98.5 30 116 (8) 27.6 13 5.9 2.7 615 810 8450

1/2 13x18 98.5 30 101 (7) 44.5 21 10.8 4.4 615 810 8460

* With a safety factor of 37.4 at 68F° (3 at 20°C) 
(at the max temp of +140F° (+60°C) the working pressure should be reduced by 50% 

At recommended air flow the pressure drop is 2.9 PSI / 0.2bar with a hose length of 16 ft / 5m.  
Recommendation is to upgrade one size in diameter for every 32.8 ft / 10m of hose length.

HOSES
HOSE RECOMMENDATIONS

DESCRIPTION EFFI PVC ESD EFFI PVC EFFI MAX PVC POLYURETHAN Rubber

Flexibility +++ +++ ++ ++ ++ +

Lightweight +++ +++ ++ ++ ++ +

Outdoor ++ ++ +++ + + +++

Spark resistant - - +++ - - +++

Rough environment ++ ++ +++ + ++ +++

Antistatic +++ - +++ - - +++

Temperature range
-5 to +140F°
-15 to +60°C

-13 to +140F°
-25 to +60°C

-40 to +194F°
-40 to +90°C

-13 to +140F°
-25 to +60°C

-22 to +176F°
-30 to +80°C

-40 to +194F°
-40 to +90°C

lb kg

lb kg

cfm l/s

cfm l/s

lb kgcfm l/s

mdi - Manufacturers Distributor, Inc | Phone: (813) 241-4900 | Fax: (813) 571-0422 | www.PneumaticToolSales.com | sales@PneumaticToolSales.com



152

Hoses
PVC, RUBBER AND POLYURETHANE HOSES
Standard quality hose in PVC, PUR and Rubber will provide the best quality product for the price for optimized work with pneumatic tools.

PVC HOSES
Aimed to heavy duty applications (workshops, facto-
ries, garages etc.) For indoor use.
- Long service life
- Pliable
- Transparent

RUBBER HOSES
Aimed to the most demanding tasks in construction, 
mining, shipyards, foundries etc.
- Durable
- Antistatic
- Grinding and welding
  spatter resistant

POLYURETHANE HOSES
Aimed to heavy duty applications for indoor and 
outdoor use
- Oil resistant
- Flexible
- Long service life
- PVC free:
  Environment friendly

DIMENSIONS
(IDxOD) LENGTH MAX WORKING

PRESSURE AIR FLOW WEIGHT
PER 98 ft /30m PART

NUMBER
in. ID mm ft m PSI (bar)

1/8   3x7 98.5 30 290 (20)   1.5 0.7   3.1   1.4 615 810 8540

3/16   5x9 98.5 30 261 (18)   4.4 2.1   4.2   1.9 615 810 8550

1/4    6x11 98.5 30 261 (18)   8.5 4.0   5.5   2.5 615 810 8560

5/16    8x12 98.5 30 261 (18) 15.8 7.5   6.4   2.9 615 810 8570

3/8  10x14 98.5 30 203 (14) 27.5 13   8.2   3.7 615 810 8580

1/2  13x18 98.5 30 188 (13) 44.5 21 13.0   5.9 615 810 8590

5/8  16x22 98.5 30 174 (12) 91.1 43 15.9   7.2 615 810 8600

3/4  20x25 98.5 30 174 (12) 159 75 18.3   8.3 615 810 8610

1  25x32 98.5 30 159 (11) 265 125 27.6 12.5 615 810 8620

lb kgcfm l/s

DIMENSIONS
(IDxOD) LENGTH MAX WORKING

PRESSURE AIR FLOW WEIGHT
PER 82 ft /25m PART

NUMBER
in. ID mm ft m PSI (bar)

1/4 6.5x10 82 25 290 (20)   8.5  4.0 2.9 1.3 615 804 6230

5/16   8x12 82 25 290 (20) 15.9  7.5 4.8 2.2 615 804 6240

3/8 9.5x13 82 25 232 (16) 27.5 13.0 5.5 2.5 615 804 6250

1/2  13x18 82 25 188 (13) 44.5 21.0 8.8 4.0 615 804 6260

lb kgcfm l/s

HOSE KITs
Always use a hose whip between the tool and the air supply hose.  
It provides safety and longer tool air inlet life.

HOSE DIAM. THREAD
SIZE HOSE LENGHT   PART NUMBER 

in. mm in. ft m NPT BSP

3/8 10 1/4 2.0 0.6 CA047270 615 811 1920

1/2 13 3/8 2.0 0.6 CA049271 615 811 2640

1/2 13 1/2 2.0 0.6 CA049270 615 811 1930

5/8 16 1/2 2.0 0.6 615 811 2660 615 811 2650

Hose kits are equipped with end thread fittings and available in short length, 
ready to connect and ready to use.

DIMENSIONS
(IDxOD) MALE LENGTH   PART NUMBER HOSE

MATERIAL
in. ID mm in. ft m NPT BSP

1/4 6.5x10 1/4 26.2 8 615 811 2130 615 804 6270 PU

5/16 8x12 1/4 26.2 8 615 811 2140 615 804 6280 PU

3/8 10x13 1/4 26.2 8 615 811 2150 615 804 6290 PU

3/8 10x13 3/8 26.2 8 615 811 2400 615 811 2380 PU

1/2 13x18 1/2 26.2 8 615 811 2160 615 804 6300 PU

1/2 13x18 3/8 26.2 8 615 811 2410 615 811 2390 PU

5/8 16x23 1/2 26.2 8 615 811 2680  615 811 2670 Rubber

RUBBER HOSE WHIPS

POLYURETHANE SPIRAL HOSE
DIMENSIONS

(IDxOD)
MALE 

THREADS
WORKING
LENGTH

LENGHT
PART NUMBER

A B C
in. ID mm in. ft m in. (mm) in. (mm) in. (mm) NPT BSP

1/4 6.5x10 1/4 6.6 2 19.7 (500) 5.5 (140) 5.9 (150) 615 810 9670 615 804 6350

1/4 6.5x10 1/4 13.1 4 19.7 (500) 13 (330) 5.9 (150) 615 810 9680 615 804 6360

1/4 6.5x10 1/4 19.7 6 19.7 (500) 20.1 (510) 5.9 (150) 615 810 9690 615 804 6370

1/4 6.5x10 1/4 26.2 8 19.7 (500) 27.6 (700) 5.9 (150) 615 810 9700 615 804 6380

5/16    8x12 3/8 6.6 2 19.7 (500) 5.1 (130) 5.9 (150) 615 810 9710 615 804 6390

5/16    8x12 3/8 13.1 4 19.7 (500) 11.8 (300) 5.9 (150) 615 810 9720 615 804 6400

5/16    8x12 3/8 19.7 6 19.7 (500) 18.1 (460) 5.9 (150) 615 810 9730 615 804 6410

5/16    8x12 3/8 26.2 8 19.7 (500) 24.8 (630) 5.9 (150) 615 810 9740 615 804 6420

7/16   11x16 3/8 6.6 2 19.7 (500) 4.7 (120) 5.9 (150) 615 810 9750 615 804 6430

7/16   11x16 3/8 13.1 4 19.7 (500) 10.6 (270) 5.9 (150) 615 810 9760 615 804 6440

7/16   11x16 3/8 19.7 6 19.7 (500) 16.5 (420) 5.9 (150) 615 810 9770 615 804 6450

7/16   11x16 3/8 26.2 8 19.7 (500) 22.4 (570) 5.9 (150) 615 810 9780 615 804 6460

Spiral hose are especially adapted for tools used at 
varying distances. Vertically or horizontally, together 
with a balancer spiral hose, it is a step forward in 
ergonomics.  Equipped with ball bearing at one end 
(except the 11x16), they can be directly connected at 
the tool outlet, avoiding the hose to twist. 

- Self retractable
- Light and flexible
- Strong and durable

DIMENSIONS
(IDxOD) LENGTH MAX WORKING

PRESSURE AIR FLOW WEIGHT
PER 98 ft /30m PART

NUMBER
in. ID mm ft m PSI (bar)

3/8   10x16 65.6 20 232 (16) 27.5 13   7.9   3.6 615 810 8640

1/2   12.5x19.1 65.6 20 232 (16) 44.5 21 10.4   4.7 615 810 8650

5/8  16x23 65.6 20 232 (16) 91.1 43 13.4   6.1 615 810 8660

3/4     20x26.6 65.6 20 232 (16) 159 75 17.2   7.8 615 810 8680

1  25x34 65.6 20 232 (16) 265 125 26.0 11.8 615 810 8700

lb kgcfm l/s
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Hose Reels
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kCUSTOMERS BENEFITS
-- No hoses on the ground for improved safety
-- From 3.3 to 33 ft / 49 or 52 ft (1 to 10 / 15 or 16 m) hose 
lengths with feedback force for a clean work space
-- Directional swivel-plate to help you correctly reach your 
application
-- �High airflow for maximum productivity
-- �Lightweight and flexible polyurethane hose to reduce operator 
fatigue
-- Open Reels with rubber hose available for heavy-duty grin-
ding/spark areas
-- Working temperatures: -30°C+ 60°C (-4°F +140°F)

APPLICATIONS
-- Workshops and service stations in the automotive, truck, 
earthmoving and farming industry
-- Industrial assembly lines
-- Shipyards, Foundries

HR S, HR M  & HR L / Hose Reel Small 
Closed
Composite Series
Compact and ergonomic plastic casing air 
hose reel  
Airflow > 14.8 cfm (7 l/s)	

HR M / Hose Reel Medium Closed
Steel Series
Heavy-duty air hose reels in steel for 
longest lifetime	
Airflow > 21.2 cfm (10 l/s)	

HRO M / Hose Reel Medium Open
Steel Series
Heavy-duty air hose reel in industrial 
quality	
Airflow > 17.6 cfm (8.5 l/s)
	

HRO L / Hose Reel Large Open Steel
Series
Heavy-duty air hose reel in industrial 
quality	
Airflow > 33.6 cfm (16 l/s)

CP9445H 3/8HD / Hose Reel 50FT 15M
CP9455H 1/2HD / Hose Reel 50FT 15M
Steel Series
Heavy-duty air hose reel in industrial 
quality

PIC
REF MODEL THREAD

TYPE
CONNECTION LENGTH Ø

INTERNAL FLUID HOSE
MATERIAL INLET

WEIGHT MAX.
PRESSURE AIR FLOW PART

NUMBER
IN (in.) OUT (in.) ft m in. mm lb kg PSI bar cfm l/s

A HR S HOSE REEL BSP 1/4 1/4 33 10 5/16 8 Air 100% Polyurethane feet lead-hose 3.3 ft 
(1m) 9.9 4.5 232 16 14.1 7 615 804 5020

A HRN S HOSE REEL NPT 1/4 1/4 33 10 5/16 8 Air 100% Polyurethane feet lead-hose 3.3 ft 
(1m) 9.9 4.5 232 16 14.1 7 615 804 5030

A HR M HOSE REEL BSP 1/4 1/4 33 10 3/8 10 Air 100% PUR (1.2m) feet lead-hose 4 ft 11 5 290 20 21.2 10 615 810 9610

A HRN M HOSE REEL NPT 1/4 1/4 33 10 3/8 10 Air 100% PUR (1.2m) feet lead-hose 4 ft    11 5 290 20 21.2 10 615 810 9620

A HR L HOSE REEL BSP 1/4 1/4 49 15 3/8 10 Air 100% Polyurethane feet lead-hose 3.3 ft (1m) 15.2 6.9 232 16 21.2  10 894 016 9825

A HR L HOSE REEL NPT 1/4 1/4 49 15 3/8 10 Air 100% Polyurethane feet lead-hose 3.3 ft (1m) 15.2 6.9 232 16 21.2 10 894 016 9827

B HR M HOSE REEL BSP 1/4 1/4 33 10 3/8 10 Air 100% Polyurethane feet lead-hose 4.9 ft (1.5m) 18.7 8.5 290 20 21.2 10 615 804 5040

B HRN M HOSE REEL NPT 1/4 1/4 33 10 3/8 10 Air 100% Polyurethane feet lead-hose 4.9 ft (1.5m) 18.7 8.5 290 20 21.2 10 615 804 5050

C HRO M HOSE REEL BSP 1/4 1/4 52 16 3/8 10 Air 100% Polyurethane feet lead-hose 4.9 ft (1.5m) 24.3 11 290 20 17.6 8.5 615 804 5060

C HROR M HOSE REEL BSP 3/8 3/8 49 15 3/8 10 Air / 
Water

Rubber 
(SBR+NR/SBR+EDM) feet lead-hose 4.9 ft (1.5m) 24.3 11 290 20 17.6 8.5 615 804 5100

C HRNO M HOSE REEL NPT 1/4 1/4 52 16 3/8 10 Air 100% Polyurethane feet lead-hose 4.9 ft (1.5m) 24.3 11 290 20 17.6 8.5 615 804 5070

C HRNOR M HOSE REEL NPT 3/8 3/8 49 15 3/8 10 Air / 
Water

Rubber 
(SBR+NR/SBR+EDM) feet lead-hose 4.9 ft (1.5m) 24.3 11 290 20 17.6 8.5 615 804 5110

D HRO L HOSE REEL BSP 3/8 3/8 52 16 1/2 13 Air 100% Polyurethane feet lead-hose 4.9 ft (1.5m) 30.9 14 290 20 33.5 16 615 804 5080

D HROR L HOSE REEL BSP 3/8 3/8 49 15 1/2 13 Water Rubber 
(SBR+NR/SBR+EDM) feet lead-hose 4.9 ft (1.5m) 30.9 14 290 20 33.5 16 615 804 5120

D HRNO L HOSE REEL NPT 3/8 3/8 52 16 1/2 13 Air 100% Polyurethane feet lead-hose 4.9 ft (1.5m) 30.9 14 290 20 33.5 16 615 804 5090

D HRNOR L HOSE REEL NPT 3/8 3/8 49 15 1/2 13 Water Rubber 
(SBR+NR/SBR+EDM) feet lead-hose 4.9 ft (1.5m) 30.9 14 290 20 33.5 16 615 804 5130

E CP9445H 3/8HD NPT 3/8 3/8 49 15 3/8 10 Air / 
Water Rubber feet lead-hose 4.9 ft (1.5m) 50 22.7 300 21 - - 894 109 4352

E CP9455H 1/2HD NPT 1/2 1/2 49 15 1/2 13 Air / 
Water Rubber feet lead-hose 4.9 ft (1.5m) 50 25.8 300 21 - - 894 109 4551
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